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Key Terms

AASHTO: American Association of State Highway and 
Transportation Officials

ADA: Americans with Disabilities Act

ADAAG: Americans with Disabilities Act—Standards for 
Accessible Design 

Bikeways: A path or lane for the use of bicycles that is typically 
in the Roadway Zone. 

Complete Street: Street environments that are designed 
and operated to enable safe access for all users, including 
pedestrians, bicyclists, motorists and transit riders of all 
ages and abilities. Users also benefit from enhancements to 
the street that increase safety and comfort, including traffic 
calming, enhanced bus stops, updated utilities and lighting, 
increased stormwater infrastructure, and improved tree belts. 

Furnishings: Objects placed or fixed in the public right of way 
for public use, such as mailboxes, bike racks, and benches.

Green Belt: The area between the curb and the Clear Sidewalk 
Zone that is finished with turf and/or other plantings that 
support the growth of street trees, and does not function as 
a finished surface for walking and/or the placement of street 
furnishings. 

MUTCD: Manual on Uniform Traffic Control Devices

NACTO: National Association of City Transportation Officials 

Pedestrian Zone: The portion of a public right of way that is 
outside of the curbs that is considered to be the "sidewalk." The 
sidewalk is comprised of some or all of the following elements: 
Buffer Zone, Tree Belt/Furnishing Zone, Clear Sidewalk Zone, 
and/or Frontage Zone. The sidewalk does not include areas 
between the curb and the Clear Sidewalk Zone that is vegetated 
and functions as a Green Belt or is part of a Tree Well or Tree Pit.   

PROWAG: Proposed Right-of-Way Accessibility Guidelines

Public Investment Action Plan (PIAP): 2013 action plan that 
solicited proposals for infrastructure improvements to the 
Burlington Waterfront from public and private entities. 

Right of Way: In downtown Burlington, street right-of-way 
(ROW) is defined as the public space between private property 
lines. 

Roadway Zone: The portion of a public right of way that is 
between the curbs, and typically includes travel & turn lanes, 
parking lanes, bikeways, crosswalks, etc.

Shared Street: A shared street is an approach that minimizes 
the segregation between modes of road user, usually by 
eliminating curbs, road markings, and traffic signs. The goal of 
shared space is to improve the road safety and vibrancy of roads 
and junctions, particularly ones with high levels of pedestrian 
traffic, by encouraging negotiation of priority in shared areas 
between different road users.

Street Classification: 
• Class I Town Highways: those town highways which form the

extension of a state highway route and which carry a State
highway route number.

• Class II Town Highway: those town highways selected as the
most important highways in each town.

• Class III Town Highway: all traveled town highways other
than class 1 or 2 highways. The minimum standards for class 3
highways are a highway negotiable under normal conditions
all seasons of the year by a standard manufactured pleasure
car. This would include but not be limited to sufficient surface
and base, adequate drainage, and sufficient width capable
to provide winter maintenance; should be plowed and made
negotiable during the winter.

• Class IV Town Highway: all town highways that are not class 1,
2, or 3 town highways or unidentified corridors.

Street Corridor: Refers to a particular street segment as a 
whole, including its urban makeup and character from a given 
start point to a given end point that could span for multiple 
blocks or multiple miles.

Tree Pit/Well/Grate: The area immediately surrounding the 
trunk of a tree which is planted with grass or other vegetation 
(tree well) or is protected by a tree grate and is necessary to 
support the growth of street trees. See page "Tree Belt & Green 
Belt Typologies" on page 176. 

VTrans: Vermont Agency of Transportation
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References & Resources

Users of this manual are encouraged to consult the following resources for additional information:

planBTV Downtown & Waterfront Master Plan—City of Burlington

planBTV Downtown Form Based Code—City of Burlington

planBTV Walk Bike Master Plan—City of Burlington

Urban Bikeway Design Guide—National Association of City Transportation Officials (NACTO)

Urban Street Design Guide—National Association of City Transportation Officials (NACTO)

Separated Bike Lane Planning and Design Guide—U.S. Department of Transportation/Federal Highway Administration

Separated Bike Lane Planning & Design Guide 2015—Massachusetts Department of Transportation

Vermont Pedestrian and Bicycle Facility Planning and Design Manual—Vermont Agency of Transportation

San Francisco Parklet Manual (2.2)—City of San Francisco/Pavement to Parks

Complete Streets: a Guide for Vermont Communities—Vermont Department of Health

Street Design Guidelines: Burlington Transportation Plan—City of Burlington

Downtown Parking and Transportation Management Plan—City of Burlington

Residential Parking Management Plan—City of Burlington

Quick Build Design Guide-- City of Burlington

Urban Forestry Master Plan, City of Burlington—Northern Vermont Resource Conservation and Development Council/Vermont 
Department of Forests, Parks and Recreation

Burlington Parks, Recreation & Waterfront Master Plan—Burlington Parks/Recreation/Waterfront

VTrans Standard Drawings

Vermont Roadside Historic Site Markers

Lake Champlain Wayside Exhibit Manual 
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Adoption & Amendments

These Standards are effective upon the following approvals and adoptions and subsequent amendments:

Approval by Burlington Parks, Recreation, & Waterfront Commission, December 5, 2017

Approval by Burlington Public Works Commission, December 20, 2017

Adoption by Burlington City Council Resolution, April 16, 2018
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ROADWAYS AND TRANSPORTATION FACILITIES

ADAPTED FROM VTRANS TECHNICAL LANDSCAPE MANUAL FOR 

SECTION 651 FOR SEED (PAY ITEM 651.15)

THIS WORK SHALL BE PERFORMED IN ACCORDANCE WITH 

CONSTRUCTION GUIDANCE

REVISIONS

TURF ESTABLISHMENT

7.

6.

5.

4.

3.

2.

1.

GROWTH OF GRASS.

TO SEPTEMBER 15 AND AFTER APRIL 15 CAN BETTER ENSURE A VIGOROUS 

TURF ESTABLISHMENT: PLACING SEED, FERTILIZER, LIME AND MULCH PRIOR 

TYPES OF SOIL AMENDMENTS TO BE APPLIED 

AND THE TYPE OF HYDROSEED WILL ULTIMATELY DICTATE THE AMOUNTS AND 

HYDROSEEDING: ALTHOUGH GUIDANCE IS GIVEN ABOVE THE SITE CONDITIONS 

ACHIEVE 90% GROUND COVER OR AS DIRECTED BY THE ENGINEER.

HAY MULCH: TO BE PLACED ON EARTH SLOPES AT THE RATE OF 2 TONS/ACRE, 

DIRECTED BY THE ENGINEER

FERTILIZER AND LIMESTONE: SHALL FOLLOW RATES SHOWN ON PLAN OR AS 

WEIGHT AND SHALL BE FREE OF ALL NOXIOUS SEED.

SEED MIX: SHALL NOT HAVE A WEED CONTENT EXCEEDING 0.40% BY

SEED MIX: USE ONLY AS INDICATED IN THE PLANS.

WATERS OF THE STATE OF VERMONT.

SEED MIX: THE URBAN AREA MIX SHALL NOT BE USED IN WETLANDS OR ANY 

WHFJANUARY 22, 2015



SW - 01AStormwater Curb Extension Plan (No Capture of Landscape Strip)Scale:  1/4” = 1’ - 0”



SW - 01BStormwater Curb Extension Section (No Capture of Landscape Strip)Scale:  1/2” = 1’ - 0”



SW - 02AStormwater Curb Extension Plan (Capturing Landscape Strip)Scale:  1/4” = 1’ - 0”



SW - 02BStormwater Curb Extension Section (Capturing Landscape Strip) Scale:  1/2” = 1’ - 0”



SW - 03AGreen Gutter Plan (With Raised Street Curb)Scale:  1/4” = 1’ - 0”



SW - 03BGreen Gutter Section (With Raised Street Curb)Scale:  1/2” = 1’ - 0”



SW - 04AGreen Gutter Plan (With Flush Street Curb)Scale:  1/4” = 1’ - 0”



SW - 04BGreen Gutter Section (With Flush Street Curb)Scale:  1/2” = 1’ - 0”



SW - 05AStreet Stormwater Planter Plan (No On-Street Parking) Scale:  1/4” = 1’ - 0”



SW - 05BStreet Stormwater Planter Section (No On-Street Parking) Scale:  1/2” = 1’ - 0”



SW - 06AStreet Stormwater Planter Plan (With On-Street Parking) Scale:  1/4” = 1’ - 0”



SW - 06BStreet Stormwater Planter Section (With On-Street Parking) Scale:  1/2” = 1’ - 0”



SW - 07ATree Pit Planter PlanScale:  1/4” = 1’ - 0”



SW - 07BTree Pit Planter Section Scale:  1/2” = 1’ - 0”



SW - 08AVegetated Swale Plan Scale:  1/4” = 1’ - 0”



SW - 08BVegetated Swale SectionScale:  1/2” = 1’ - 0”



Lighting Details Appendix

A-7

Lighting Details



 |   1   |

ARCHITECTURAL AREA LIGHTING

16555 East Gale Ave.  |  City of Industry  |  CA 91745

P 626.968.5666  |  F 626.369.2695  |  www.aal.net   

Copyright © 2012  |  REV 6.12 

SLA8D – Contemporary Arms  TYPE

SPECIFICATIONS 

The arms shall be of one piece unitized aluminum 

construction, fully welded and assembled. The 

slip fitter shall be cast aluminum with an internal 

wireway and pole stop. The arm shall be prewired 

with a quick connector for easy installation.

The arms shall have a cast aluminum fitter welded 

to the top of the arm(s) for attaching the fixture. 

The fixture shall be mounted with three stainless 

steel bolts through the top of the arm fitter into the 

fixture. The attachment point shall have a silicone 

pad for sealing the fixture to arm connection.

 

JOB

TYPE

NOTES

SLA8D

1. ARM 2. COLOR

1. ARM 
SLA8D (Bolts to pole. Weight: 5 lbs. EPA: .40)

21 1/8"
528mm

12"
300mm

DIMENSIONS

SLA8D (4" or 5" pole)

2.  COLOR

WH Arctic White 

BL Black 

BLT Matte Black 

DB Dark Bronze 

DGN Dark Green 

TT Titanium 

WDB Weathered Bronze 

MDB Bronze Metallic 

VBU Verde Blue  

CRT Corten 

MAL Matte Aluminum  

MG Medium Grey 

AGN Antique Green 

LG Light Grey 

RAL Premium Color 

CUSTOM * * Contact Factory 
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16555 East Gale Ave.  |  City of Industry  |  CA 91745
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Copyright © 2012  |  REV 6.12 

SLA8U – Contemporary Arms  TYPE

SPECIFICATIONS 

The arms shall be of one piece unitized aluminum 

construction, fully welded and assembled. The 

arm shall be prewired with a quick connector for 

easy installation. 

The arm shall bolt to a 4"/100mm diameter pole.

 

JOB

TYPE

NOTES

SLA8U

1. ARM 2. COLOR

1. ARM 
SLA8U (Bolts to pole. Weight: 5 lbs. EPA: .40)

21"
525mm

12"
300mm

DIMENSIONS

SLA8U (4" or 5" pole)

2.  COLOR

WH Arctic White 

BL Black 

BLT Matte Black 

DB Dark Bronze 

DGN Dark Green 

TT Titanium 

WDB Weathered Bronze 

MDB Bronze Metallic 

VBU Verde Blue  

CRT Corten 

MAL Matte Aluminum  

MG Medium Grey 

AGN Antique Green 

LG Light Grey 

RAL Premium Color 

CUSTOM * * Contact Factory 
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ARCHITECTURAL AREA LIGHTING

16555 East Gale Ave.  |  City of Industry  |  CA 91745

P 626.968.5666  |  F 626.369.2695  |  www.aal.net   

Copyright © 2012  |  REV 6.12 

SLA20C/SLA20C-2 – Contemporary Arms  TYPE

SPECIFICATIONS 

The arm shall be of one piece unitized aluminum 

construction, fully welded and assembled. The 

slip fitter shall be cast aluminum with an internal 

wireway and pole stop. The arm shall be prewired 

with a quick connector for easy installation. 

The arm shall have a cast aluminum fitter welded 

to the top of the arm(s) for attaching the fixture. 

The fixture shall be mounted with three stainless 

steel bolts through the top of the arm fitter into the 

fixture. The attachment point shall have a silicone 

pad for sealing the fixture to arm connection. 

The arm shall slip over a 4"/100mm or 5"/125mm 

diameter pole or tenon. The cast aluminum slip 

fitter shall have six stainless steel cup point set 

screws for securing the arm to the pole or tenon. 

JOB

TYPE

NOTES

SLA20C

1. ARM 2. COLOR

1. ARM 
SLA20C (Slips over 4” pole. Weight: 15 lbs.  EPA: 1.39)   

SLA20C-2 (Twin arms, slips over 4” pole. Weight: 26 lbs.  

 EPA: 1.91)  

3"
75mm

32"
800mm

19 1/2"
488mm

DIMENSIONS

SLA20C (4" pole)

3"
75mm

32"
800mm

39"
975mm

SLA20C-2 (4" pole)

2.  COLOR

WH Arctic White 

BL Black 

BLT Matte Black 

DB Dark Bronze 

DGN Dark Green 

TT Titanium 

WDB Weathered Bronze 

MDB Bronze Metallic 

VBU Verde Blue  

CRT Corten 

MAL Matte Aluminum  

MG Medium Grey 

AGN Antique Green 

LG Light Grey 

RAL Premium Color 

CUSTOM * * Contact Factory 
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SLA17/SLA17(5)/SLA17-2/SLA17(5)-2 – Contemporary Arms TYPE

SPECIFICATIONS 

The arm shall be of one piece unitized aluminum 

construction, fully welded and assembled. The 

slip fitter shall be cast aluminum with an internal 

wireway and pole stop. The arm shall be prewired 

with a quick connector for easy installation. 

The arm shall have a cast aluminum fitter welded 

to the top of the arm(s) for attaching the fixture. 

The fixture shall be mounted with three stainless 

steel bolts through the top of the arm fitter into the 

fixture. The attachment point shall have a silicone 

pad for sealing the fixture to arm connection. 

The arm shall slip over a 4"/100mm or 5"/125mm 

diameter pole or tenon. The cast aluminum slip 

fitter shall have six stainless steel cup point set 

screws for securing the arm to the pole or tenon. 

JOB

TYPE

NOTES

SLA17

1. ARM 2. COLOR

1. ARM 
SLA17 (Slips over 4” pole. Weight: 18 lbs. EPA: 1.50)   

SLA17(5) (Slips over 5” pole. Weight: 24 lbs. EPA: 2.20)   

SLA17-2 (Twin arms, slips over 4” pole. Weight: 24 lbs.  

 EPA: 2.05)   

SLA17(5)-2 (Twin arms, slips over 5” pole . Weight: 33 lbs.  

 EPA: 2.09)   

26"
650mm

40"
1,000mm

DIMENSIONS

SLA17 (4" pole)

49 9/16"
1,24mm

6"
150mm

34 1/4"
856mm

SLA17(5) (5" pole)

40"
1,000mm

52"
1,300mm

6"
150mm

SLA17-2 (4" pole)

68 1/2"
1,712mm

49 9/16"
1,239mm

6"
150mm

SLA17(5)-2 (5" pole)

2.  COLOR

WH Arctic White 

BL Black 

BLT Matte Black 

DB Dark Bronze 

DGN Dark Green 

TT Titanium 

WDB Weathered Bronze 

MDB Bronze Metallic 

VBU Verde Blue  

CRT Corten 

MAL Matte Aluminum  

MG Medium Grey 

AGN Antique Green 

LG Light Grey 

RAL Premium Color 

CUSTOM * * Contact Factory 





Ring of the RNS20 casted with 4 
indentations for the optical system's tabs. 
Optical System can be rotated in 90° 
increments.



SMB adaptor. The part in blue is to 
receive the fixture and is welded in 
place. 
It could be welded at any angle as a  
(The SMA adaptor does not have this 
feature as it is part of its casting.)
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  Type            1A config  
Qty 1 Luminaire    RNS20-[24W16LED3K -001]-T-ACDR-LE2-120-DMG-DE1-COLTX 

 
Description of Components:  

 
Hood: Cast 356.1 aluminum dome, mechanically assembled on the housing, c/w a watertight grommet, mechanically 
assembled to the bracket with four bolts 3/8-16 UNC. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Housing: In a round shape, this housing is made of 356.1 aluminum, complete with a weatherproof door giving a tool-free 
access to the ballast, mechanically assembled. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Access -Mechanism: A gravity die cast 356 aluminum frame with latch and hinge. The mechanism shall offer tool-free 
access to the inside of the luminaire. An embedded memory-retentive gasket shall ensure weatherproofing. 
 
Light Engine: LEDgine  composed of 4 main components: Heat Sink / LED Module / Optical System / Driver  
Electrical components are RoHS compliant. 
 
Heat Sink: Made of cast aluminum optimising the LEDs efficiency and life. Product does not use any cooling device with 
moving parts (only passive cooling device). 
 
Globe: (ACDR), Made of one-piece seamless injection-molded impact-resistant (DR) acrylic having an inner prismatic 
surface. Complete with a semi-prismatic house side shield and external glare softening prisms. The globe is mechanically 
assembled and sealed onto the lower part of the heat sink. 
 
LED Module: LED type Philips Lumileds LUXEON T. Composed of 16 high-performance white LEDs. Color temperature as 
per ANSI/NEMA bin Warm White, 3000 Kelvin nominal (3045K +/- 175K or 2870K to 3220K), CRI 80 Typical.  

 

 

 

EPA: 1.43 sq ft / weight: 37 lb (16.8 kg)  
Note:  3D image may not represent color or option selected. 

Logos above include link, click to access. 

  

http://www.lumec.com/Lumec3Dv2/home/index_en.php
http://www.lumec.com/products/lighting_sources/LEDgine.html
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=IFAM.E323569&ccnshorttitle=Light-emitting-diode+Surface-mounted+Luminaires&objid=1079996382&cfgid=1073741824&version=versionless&parent_id=1079431152&sequence=1


New York empire lighting 16454: Lumec PC4/RNS (78726)     
 

 

 
 
 
 
 
 

 

99466d55-d4df-4f48-b54e-615dfe6ca26c  
01-26-2018    Page  2 / 7 
 

 

 
Optical System: (LE2), IES type II (asymmetrical). Composed of high-performance optical grade PMMA acrylic refractor 
lenses to achieve desired distribution optimized to get maximum spacing, target lumens and a superior lighting uniformity. 
Optical system is rated IP66. Performance shall be tested per LM-63, LM-79 and TM-15 (IESNA) certifying its photometric 
performance. Street side indicated. 
 
Driver: High power factor of 90% minimum. Electronic driver, operating range 50/60 Hz. Auto -adjusting universal voltage 
input from 120 to 277 VAC rated for both application line to line or li ne to neutral, Class I , THD of 20% max. Maximum 
ambient operating temperature from -40F(-40C) to 130F(55C) degrees. Driver comes with dimming compatible 0 -10 
volts.  
 
The current supplying the LEDs will be reduced by the driver if the driver experiences internal overheating as a protection to 
the LEDs and the electrical components. Output is protected from short circuits, voltage overload and current overload. 
Automatic recovery after correction. Standard built-in driver surge protection of 2.5kV (min). 
 
Driver Options: (DMG), Dimming compatible 0-10 volts. For applicable warranty, certification and operation guide see 
"Philips Lumec dimmable luminaire specification document for unapproved device installed by other". To get document, click 
on this link: Specification document   or go on web site on this address: 
http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips Lumec dimmable luminaire specification document for unapproved 
device installed by other.pdf 
 
Surge Protector: Surge protector tested in accordance with ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 Scenario I 
Category C High Exposure 10kV/10kA waveforms for Line-Ground, Line-Neutral and Neutral-Ground, and in accordance 
with U.S. DOE (Department of Energy) MSSLC (Municipal Solid-State Street Lighting Consortium) model specification for 
LED roadway luminaires electrical immunity requirements for High Test Level 10kV / 10kA. 
 
Luminaire Options: (DE1), Decorative skirt, made of spun aluminum, mechanically assembled. 

http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips%20Lumec%20dimmable%20luminaire%20specification%20document%20for%20unapproved%20device%20installed%20by%20other.pdf
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Configuration  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  Type         1A config  
Qty 1 Bracket     [PC-036]-1A-R5 9/16-PH8/120-TD-COLTX 

 
Description of Components:  

 
Arm: Shall be made from aluminum tubing 6061-T6, 2 3/8" (60mm) outside diameter, welded. 
 
Decorative Element: Bent decorative aluminum rod, 6063-T5 alloy, 1/2" (13mm) outside diameter, welded assembly. 
 
Central Adaptor: Made of aluminum. Slip-fits 9" (229mm) over a 5 9/16" (141mm) outside diameter pole tenon.  
Mechanically fastened to the pole or tenon by two sets of three set-screws at 120 degrees around the bracket. 
 
Bracket Options: (PH8/120),PH8 twist lock type photocell, 120 volt c/w receptacle.  Connection done on site by others.  
(TD),Straight Tenon. 
 
Note: Please note that this arm requires an adaptor to install the fixture.  
 
-SMB for standard orientation. 
 
- (SMB-016) for 45° orientation from standard. 
 
Bracket Weight: 29 lbs (13.2 kg) 
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Description of Components:  
 

Pole Shaft: Shall be made from a 5 9/16" (141mm) round high tensile carbon steel 
tubing, having a 0.250" (6.4mm) wall thickness, welded to the pole base. 
 
Joint Cover: Two-piece round joint cover made from cast 356 aluminum, mechanically 
fastened with stainless steel screws. 
 
Pole Base: Shall be made from a  8 5/8" (219mm) round high tensile carbon steel 
tubing base having a 0.180" (4.6mm)  wall thickness,  welded to both the bottom and 
top of the anchor plate. 
 
Maintenance Opening: The pole shall have a 4 1/2" x 10" (114mm x 254mm) 
maintenance opening centered 25 1/4" (641mm) from the bottom of the anchor plate, 
complete with a weatherproof embossed aluminum cover and a copper ground lug. 
 
Base Cover: Two piece round base cover made from cast 356 aluminum, 
mechanically fastened with stainless steel screws. 
 
Note: A tenon will be provided when the luminaire or bracket does not fit directly on 
pole shaft. Tenon not shown on the drawing. 
 
IMPORTANT: Philips Lumec strongly recommends the installation of the complete 
lighting assembly with all of its accessories upon the anchoring of the pole. This will 
ensure that the structural integrity of the product is maintained throughout its lifetime. 
 
Pole Weight: 247 lbs (112.3 kg) 

  Type    1A config  
Qty 1 Pole     SSM8V-17-COLTX 

 

 
Comes with  4 steel anchor bolts, 1" X 
33" + 3" J Type Bolts, 8 nuts and 8 
washers. Important: Do not obstruct 
space between anchor plate and 
concrete base. 

-Bolt Circle:  
  12 1/2" (318mm) 
 
- Thickness: 
  1"(25mm) 
 
- NOTE: 
  Bolt Circle Allowed: 
  11" to 13" 
  279mm to 330mm 

Base & Bolts Information  Anchor Plate  Free opening 



New York empire lighting 16454: Lumec PC4/RNS (78726)     
 

 

 
 
 
 
 
 

 

99466d55-d4df-4f48-b54e-615dfe6ca26c  
01-26-2018    Page  5 / 7 
 

 

 

Description of Components:  
 

Wiring: Gauge (#14) TEW/AWM 1015 or 1230 wires, 6" (152mm) minimum exceeding top of the bracket. 
 
Hardware: All exposed screws shall be complete with Ceramic primer-seal basecoat to reduce seizing of the parts and 
offers a high resistance to corrosion.  All seals and sealing devices are made and/or lined with EPDM and/or silicone and/or 
rubber. 
 
Anchor Bolts: Anchor bolts made of ASTM F1554-99 grade A36 or better steel having a minimum yield strength of 55,000 
PSI. Nuts made of ASTM A563 grade A steel or better. The thread fit is ANSI class 2B regardless of bolt diameter. Washers 
are made of ASTM grade F-844 or better steel. All galvanized parts are hot dip galvanized per ACNOR G-164 minimum. 
 
Finish: Textured color to be advised (Product Standard Color only): _______ ___ (COLTX) and in accordance with the 
AAMA 2603 standard. Application of polyester powder coat paint (4 mils/100 microns) with ± 1 mils/24 microns of tolerance. 
The Thermosetting resins provides a discoloration resistant finish in accordance with the ASTM D2244 standard, as well as 
luster retention in keeping with the ASTM D523 standard and humidity proof in accordance with the ASTM D2247 standard. 
 
The surface treatment achieves a minimum of 2000 hours for salt spray resistant finish in accordance with testing 
performed and per ASTM B117 standard. 
 
Note: IMPORTANT: All missing details must be clearly specified on the return of these approval drawings.  Thank 
you for your cooperation.  
 
COLOR:_______ 
 
Pole Information: (R5 9/16), Bracket to be mounted on top of a 5 9/16" (141mm) outside diameter round pole or tenon. 
 
LED products manufacturing standard: The electronic components sensitive to electrostatic discharge (ESD) such as 
light emitting diodes (LEDs) are assembled in compliance with IEC61340-5-1 and ANSI/ESD S20.20 standards so as to 
eliminate ESD events that could decrease the useful life of the product. 
 
Quality Control: The manufacturer must provide a written confirmation of its ISO 9001-2008 and ISO 14001-2004 
International Quality Standards Certification. 
 
Certification: The manufacturer will have to supply a copy of approval products certificate, CSA or UL. 
 
Vibration Resistance: The RNS20 meets the ANSI C136.31-2001, American National Standard for Roadway Luminaire 
Vibration specifications for normal applications. (Tested for 1.5G over 100 000 cycles) 
 
Mechanical resistance: This design information is intended as a general guideline only.  The customer is solely 
responsible for proper selection of pole, luminaire, accessories and foundation under the given site conditions and intended 
usage.  The addition of any other item to the pole may dramatically impact the wind load on that pole.  It is strongly 
recommended that a qualified professional be consulted to analyze the loads given the user’s specific needs to ensure 
proper selection of the pole, luminaire, accessories, and foundation.  Philips Lumec assumes no responsibility for such 
complete analysis or product selection.  Failure to insure proper site analysis, pole selection, loads and installation can 
result in pole failure, leading to serious injury or property damage. 
 
Web site information details: Click on any specific information details you need: 

   
  Miscellaneous    
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Paint finish   /  Warranties    /  ISO 9001-2008 Certification   /  ISO 14001-2004 Certification    /  CSA Pole Certification 

 

http://www.lumec.com/pdf/guides/Color_Chart.pdf
http://www.usa.lighting.philips.com/connect/tools_literature/warranties.wpd
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-9001.pdf
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-14001.pdf
http://www.csagroup.org/services/testing-and-certification/certified-product-listing/certificate/?028810_S_000-3426-03
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  Type            1 arm  
Qty 1 Luminaire    RNS20-[55W32LED3K -003]-T-ACDR-LE2-120-DMG-DE1-COLTX 

 
Description of Components:  

 
Hood: Cast 356.1 aluminum dome, mechanically assembled on the housing, c/w a watertight grommet, mechanically 
assembled to the bracket with four bolts 3/8-16 UNC. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Housing: In a round shape, this housing is made of 356.1 aluminum, complete with a weatherproof door giving a tool-free 
access to the ballast, mechanically assembled. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Access -Mechanism: A gravity die cast 356 aluminum frame with latch and hinge. The mechanism shall offer tool-free 
access to the inside of the luminaire. An embedded memory-retentive gasket shall ensure weatherproofing. 
 
Light Engine: LEDgine  composed of 4 main components: Heat Sink / LED Module / Optical System / Driver  
Electrical components are RoHS compliant. 
 
Heat Sink: Made of cast aluminum optimising the LEDs efficiency and life. Product does not use any cooling device with 
moving parts (only passive cooling device). 
 
Globe: (ACDR), Made of one-piece seamless injection-molded impact-resistant (DR) acrylic having an inner prismatic 
surface. Complete with a semi-prismatic house side shield and external glare softening prisms. The globe is mechanically 
assembled and sealed onto the lower part of the heat sink. 
 
LED Module: LED type Philips Lumileds LUXEON T. Composed of 32 high-performance white LEDs. Color temperature as 
per ANSI/NEMA bin Warm White, 3000 Kelvin nominal (3045K +/- 175K or 2870K to 3220K), CRI 80 Typical.  

 

 

 

EPA: 1.43 sq ft / weight: 37 lb (16.8 kg)  
Note:  3D image may not represent color or option selected. 

Logos above include link, click to access. 

  

http://www.lumec.com/Lumec3Dv2/home/index_en.php
http://www.lumec.com/products/lighting_sources/LEDgine.html
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=IFAM.E323569&ccnshorttitle=Light-emitting-diode+Surface-mounted+Luminaires&objid=1079996382&cfgid=1073741824&version=versionless&parent_id=1079431152&sequence=1
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Optical System: (LE2), IES type II (asymmetrical). Composed of high-performance optical grade PMMA acrylic refractor 
lenses to achieve desired distribution optimized to get maximum spacing, target lumens and a superior lighting uniformity. 
Optical system is rated IP66. Performance shall be tested per LM-63, LM-79 and TM-15 (IESNA) certifying its photometric 
performance. Street side indicated. 
 
Driver: High power factor of 90% minimum. Electronic driver, operating range 50/60 Hz. Auto -adjusting universal voltage 
input from 120 to 277 VAC rated for both application line to line or line  to neutral, Class I , THD of 20% max. Maximum 
ambient operating temperature from -40F(-40C) to 130F(55C) degrees. Driver comes with dimming compatible 0 -10 
volts.  
 
The current supplying the LEDs will be reduced by the driver if the driver experiences internal overheating as a protection to 
the LEDs and the electrical components. Output is protected from short circuits, voltage overload and current overload. 
Automatic recovery after correction. Standard built-in driver surge protection of 2.5kV (min). 
 
Driver Options: (DMG), Dimming compatible 0-10 volts. For applicable warranty, certification and operation guide see 
"Philips Lumec dimmable luminaire specification document for unapproved device installed by other". To get document, click 
on this link: Specification document   or go on web site on this address: 
http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips Lumec dimmable luminaire specification document for unapproved 
device installed by other.pdf 
 
Surge Protector: Surge protector tested in accordance with ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 Scenario I 
Category C High Exposure 10kV/10kA waveforms for Line-Ground, Line-Neutral and Neutral-Ground, and in accordance 
with U.S. DOE (Department of Energy) MSSLC (Municipal Solid-State Street Lighting Consortium) model specification for 
LED roadway luminaires electrical immunity requirements for High Test Level 10kV / 10kA. 
 
Luminaire Options: (DE1), Decorative skirt, made of spun aluminum, mechanically assembled. 

http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips%20Lumec%20dimmable%20luminaire%20specification%20document%20for%20unapproved%20device%20installed%20by%20other.pdf


New York empire lighting 16454: Lumec PC4/RNS (78726)     
 

 

 
 
 
 
 
 

 

0f07fbe4-c097-4d05-b77e-b093a5a4308b  
01-26-2018    Page  3 / 7 
 

 

 

Configuration  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  Type         1 arm  
Qty 1 Bracket     [PC-036]-1A-R5 9/16-PH8/120-TD-COLTX 

 
Description of Components:  

 
Arm: Shall be made from aluminum tubing 6061-T6, 2 3/8" (60mm) outside diameter, welded. 
 
Decorative Element: Bent decorative aluminum rod, 6063-T5 alloy, 1/2" (13mm) outside diameter, welded assembly. 
 
Central Adaptor: Made of aluminum. Slip-fits 9" (229mm) over a 5 9/16" (141mm) outside diameter pole tenon.  
Mechanically fastened to the pole or tenon by two sets of three set-screws at 120 degrees around the bracket. 
 
Bracket Options: (PH8/120),PH8 twist lock type photocell, 120 volt c/w receptacle.  Connection done on site by others.  
(TD),Straight Tenon. 
 
Note: Please note that this arm requires an adaptor to install the fixture.  
 
-SMB for standard orientation. 
 
- (SMB-016) for 45° orientation from standard. 
 
Bracket Weight: 29 lbs (13.2 kg) 
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Description of Components:  
 

Pole Shaft: Shall be made from a 5 9/16" (141mm) round high tensile carbon steel 
tubing, having a 0.250" (6.4mm) wall thickness, welded to the pole base. 
 
Joint Cover: Two-piece round joint cover made from cast 356 aluminum, mechanically 
fastened with stainless steel screws. 
 
Pole Base: Shall be made from a  8 5/8" (219mm) round high tensile carbon steel 
tubing base having a 0.180" (4.6mm)  wall thickness,  welded to both the bottom and 
top of the anchor plate. 
 
Maintenance Opening: The pole shall have a 4 1/2" x 10" (114mm x 254mm) 
maintenance opening centered 25 1/4" (641mm) from the bottom of the anchor plate, 
complete with a weatherproof embossed aluminum cover and a copper ground lug. 
 
Base Cover: Two piece round base cover made from cast 356 aluminum, 
mechanically fastened with stainless steel screws. 
 
Note: A tenon will be provided when the luminaire or bracket does not fit directly on 
pole shaft. Tenon not shown on the drawing. 
 
IMPORTANT: Philips Lumec strongly recommends the installation of the complete 
lighting assembly with all of its accessories upon the anchoring of the pole. This will 
ensure that the structural integrity of the product is maintained throughout its lifetime. 
 
Pole Weight: 247 lbs (112.3 kg) 

  Type    1 arm  
Qty 1 Pole     SSM8V-17-COLTX 

 

 
Comes with  4 steel anchor bolts, 1" X 
33" + 3" J Type Bolts, 8 nuts and 8 
washers. Important: Do not obstruct 
space between anchor plate and 
concrete base. 

-Bolt Circle:  
  12 1/2" (318mm) 
 
- Thickness: 
  1"(25mm) 
 
- NOTE: 
  Bolt Circle Allowed: 
  11" to 13" 
  279mm to 330mm 

Base & Bolts Information  Anchor Plate  Free opening 
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Description of Components:  
 

Wiring: Gauge (#14) TEW/AWM 1015 or 1230 wires, 6" (152mm) minimum exceeding top of the bracket. 
 
Hardware: All exposed screws shall be complete with Ceramic primer-seal basecoat to reduce seizing of the parts and 
offers a high resistance to corrosion.  All seals and sealing devices are made and/or lined with EPDM and/or silicone and/or 
rubber. 
 
Anchor Bolts: Anchor bolts made of ASTM F1554-99 grade A36 or better steel having a minimum yield strength of 55,000 
PSI. Nuts made of ASTM A563 grade A steel or better. The thread fit is ANSI class 2B regardless of bolt diameter. Washers 
are made of ASTM grade F-844 or better steel. All galvanized parts are hot dip galvanized per ACNOR G-164 minimum. 
 
Finish: Textured color to be advised (Product Standard Color only): _______ ___ (COLTX) and in accordance with the 
AAMA 2603 standard. Application of polyester powder coat paint (4 mils/100 microns) with ± 1 mils/24 microns of tolerance. 
The Thermosetting resins provides a discoloration resistant finish in accordance with the ASTM D2244 standard, as well as 
luster retention in keeping with the ASTM D523 standard and humidity proof in accordance with the ASTM D2247 standard. 
 
The surface treatment achieves a minimum of 2000 hours for salt spray resistant finish in accordance with testing 
performed and per ASTM B117 standard. 
 
Note: IMPORTANT: All missing details must be clearly specified on the return of these approval drawings.  Thank 
you for your cooperation.  
 
COLOR:_______ 
 
Pole Information: (R5 9/16), Bracket to be mounted on top of a 5 9/16" (141mm) outside diameter round pole or tenon. 
 
LED products manufacturing standard: The electronic components sensitive to electrostatic discharge (ESD) such as 
light emitting diodes (LEDs) are assembled in compliance with IEC61340-5-1 and ANSI/ESD S20.20 standards so as to 
eliminate ESD events that could decrease the useful life of the product. 
 
Quality Control: The manufacturer must provide a written confirmation of its ISO 9001-2008 and ISO 14001-2004 
International Quality Standards Certification. 
 
Certification: The manufacturer will have to supply a copy of approval products certificate, CSA or UL. 
 
Vibration Resistance: The RNS20 meets the ANSI C136.31-2001, American National Standard for Roadway Luminaire 
Vibration specifications for normal applications. (Tested for 1.5G over 100 000 cycles) 
 
Mechanical resistance: This design information is intended as a general guideline only.  The customer is solely 
responsible for proper selection of pole, luminaire, accessories and foundation under the given site conditions and intended 
usage.  The addition of any other item to the pole may dramatically impact the wind load on that pole.  It is strongly 
recommended that a qualified professional be consulted to analyze the loads given the user’s specific needs to ensure 
proper selection of the pole, luminaire, accessories, and foundation.  Philips Lumec assumes no responsibility for such 
complete analysis or product selection.  Failure to insure proper site analysis, pole selection, loads and installation can 
result in pole failure, leading to serious injury or property damage. 
 
Web site information details: Click on any specific information details you need: 

   
  Miscellaneous    
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Paint finish   /  Warranties    /  ISO 9001-2008 Certification   /  ISO 14001-2004 Certification    /  CSA Pole Certification 

 

http://www.lumec.com/pdf/guides/Color_Chart.pdf
http://www.usa.lighting.philips.com/connect/tools_literature/warranties.wpd
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-9001.pdf
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-14001.pdf
http://www.csagroup.org/services/testing-and-certification/certified-product-listing/certificate/?028810_S_000-3426-03
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  Type            2 config  
Qty 2 Luminaire    RNS20-[55W32LED3K -003]-T-ACDR-LE2-120-DMG-DE1-COLTX 

 
Description of Components:  

 
Hood: Cast 356.1 aluminum dome, mechanically assembled on the housing, c/w a watertight grommet, mechanically 
assembled to the bracket with four bolts 3/8-16 UNC. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Housing: In a round shape, this housing is made of 356.1 aluminum, complete with a weatherproof door giving a tool-free 
access to the ballast, mechanically assembled. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Access -Mechanism: A gravity die cast 356 aluminum frame with latch and hinge. The mechanism shall offer tool-free 
access to the inside of the luminaire. An embedded memory-retentive gasket shall ensure weatherproofing. 
 
Light Engine: LEDgine  composed of 4 main components: Heat Sink / LED Module / Optical System / Driver  
Electrical components are RoHS compliant. 
 
Heat Sink: Made of cast aluminum optimising the LEDs efficiency and life. Product does not use any cooling device with 
moving parts (only passive cooling device). 
 
Globe: (ACDR), Made of one-piece seamless injection-molded impact-resistant (DR) acrylic having an inner prismatic 
surface. Complete with a semi-prismatic house side shield and external glare softening prisms. The globe is mechanically 
assembled and sealed onto the lower part of the heat sink. 
 
LED Module: LED type Philips Lumileds LUXEON T. Composed of 32 high-performance white LEDs. Color temperature as 
per ANSI/NEMA bin Warm White, 3000 Kelvin nominal (3045K +/- 175K or 2870K to 3220K), CRI 80 Typical.  

 

 

 

EPA: 1.43 sq ft / weight: 37 lb (16.8 kg)  
Note:  3D image may not represent color or option selected. 

Logos above include link, click to access. 

  

http://www.lumec.com/Lumec3Dv2/home/index_en.php
http://www.lumec.com/products/lighting_sources/LEDgine.html
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=IFAM.E323569&ccnshorttitle=Light-emitting-diode+Surface-mounted+Luminaires&objid=1079996382&cfgid=1073741824&version=versionless&parent_id=1079431152&sequence=1
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Optical System: (LE2), IES type II (asymmetrical). Composed of high-performance optical grade PMMA acrylic refractor 
lenses to achieve desired distribution optimized to get maximum spacing, target lumens and a superior lighting uniformity. 
Optical system is rated IP66. Performance shall be tested per LM-63, LM-79 and TM-15 (IESNA) certifying its photometric 
performance. Street side indicated. 
 
Driver: High power factor of 90% minimum. Electronic driver, operating range 50/60 Hz. Auto -adjusting universal voltage 
input from 120 to 277 VAC rated for both application line to line or lin e to neutral, Class I , THD of 20% max. Maximum 
ambient operating temperature from -40F(-40C) to 130F(55C) degrees. Driver comes with dimming compatible 0 -10 
volts.  
 
The current supplying the LEDs will be reduced by the driver if the driver experiences internal overheating as a protection to 
the LEDs and the electrical components. Output is protected from short circuits, voltage overload and current overload. 
Automatic recovery after correction. Standard built-in driver surge protection of 2.5kV (min). 
 
Driv er Options: (DMG), Dimming compatible 0-10 volts. For applicable warranty, certification and operation guide see 
"Philips Lumec dimmable luminaire specification document for unapproved device installed by other". To get document, click 
on this link: Specification document   or go on web site on this address: 
http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips Lumec dimmable luminaire specification document for unapproved 
device installed by other.pdf 
 
Surge Protector: Surge protector tested in accordance with ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 Scenario I 
Category C High Exposure 10kV/10kA waveforms for Line-Ground, Line-Neutral and Neutral-Ground, and in accordance 
with U.S. DOE (Department of Energy) MSSLC (Municipal Solid-State Street Lighting Consortium) model specification for 
LED roadway luminaires electrical immunity requirements for High Test Level 10kV / 10kA. 
 
Luminaire Options: (DE1), Decorative skirt, made of spun aluminum, mechanically assembled. 

http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips%20Lumec%20dimmable%20luminaire%20specification%20document%20for%20unapproved%20device%20installed%20by%20other.pdf
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Configuration  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  Type         2 config  
Qty 1 Bracket     [PC-036]-2-R5 9/16-PH8/120-TD-COLTX 

 
Description of Components:  

 
Arm: Shall be made from aluminum tubing 6061-T6, 2 3/8" (60mm) outside diameter, welded. 
 
Decorative Element: Bent decorative aluminum rod, 6063-T5 alloy, 1/2" (13mm) outside diameter, welded assembly. 
 
Central Adaptor: Made of aluminum. Slip-fits 9" (229mm) over a 5 9/16" (141mm) outside diameter pole tenon.  
Mechanically fastened to the pole or tenon by two sets of three set-screws at 120 degrees around the bracket. 
 
Bracket Options: (PH8/120),PH8 twist lock type photocell, 120 volt c/w receptacle.  Connection done on site by others.  
(TD),Straight Tenon. 
 
Note: Please note that this arm requires an adaptor to install the fixture.  
 
-SMB for standard orientation. 
 
- (SMB-016) for 45° orientation from standard. 
 
Bracket Weight: 47 lbs (21.4 kg) 
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Description of Components:  
 

Pole Shaft: Shall be made from a 5 9/16" (141mm) round high tensile carbon steel 
tubing, having a 0.250" (6.4mm) wall thickness, welded to the pole base. 
 
Joint Cover: Two-piece round joint cover made from cast 356 aluminum, mechanically 
fastened with stainless steel screws. 
 
Pole Base: Shall be made from a  8 5/8" (219mm) round high tensile carbon steel 
tubing base having a 0.180" (4.6mm)  wall thickness,  welded to both the bottom and 
top of the anchor plate. 
 
Maintenance Opening: The pole shall have a 4 1/2" x 10" (114mm x 254mm) 
maintenance opening centered 25 1/4" (641mm) from the bottom of the anchor plate, 
complete with a weatherproof embossed aluminum cover and a copper ground lug. 
 
Base Cover: Two piece round base cover made from cast 356 aluminum, 
mechanically fastened with stainless steel screws. 
 
Note: A tenon will be provided when the luminaire or bracket does not fit directly on 
pole shaft. Tenon not shown on the drawing. 
 
IMPORTANT: Philips Lumec strongly recommends the installation of the complete 
lighting assembly with all of its accessories upon the anchoring of the pole. This will 
ensure that the structural integrity of the product is maintained throughout its lifetime. 
 
Pole Weight: 247 lbs (112.3 kg) 

  Type    2 config  
Qty 1 Pole     SSM8V-17-COLTX 

 

 
Comes with  4 steel anchor bolts, 1" X 
33" + 3" J Type Bolts, 8 nuts and 8 
washers. Important: Do not obstruct 
space between anchor plate and 
concrete base. 

-Bolt Circle:  
  12 1/2" (318mm) 
 
- Thickness: 
  1"(25mm) 
 
- NOTE: 
  Bolt Circle Allowed: 
  11" to 13" 
  279mm to 330mm 

Base & Bolts Information  Anchor Plate  Free opening 
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Description of Components:  
 

Wiring: Gauge (#14) TEW/AWM 1015 or 1230 wires, 6" (152mm) minimum exceeding top of the bracket. 
 
Hardware: All exposed screws shall be complete with Ceramic primer-seal basecoat to reduce seizing of the parts and 
offers a high resistance to corrosion.  All seals and sealing devices are made and/or lined with EPDM and/or silicone and/or 
rubber. 
 
Anchor Bolts: Anchor bolts made of ASTM F1554-99 grade A36 or better steel having a minimum yield strength of 55,000 
PSI. Nuts made of ASTM A563 grade A steel or better. The thread fit is ANSI class 2B regardless of bolt diameter. Washers 
are made of ASTM grade F-844 or better steel. All galvanized parts are hot dip galvanized per ACNOR G-164 minimum. 
 
Finish: Textured color to be advised (Product Standard Color only): _______ ___ (COLTX) and in accordance with the 
AAMA 2603 standard. Application of polyester powder coat paint (4 mils/100 microns) with ± 1 mils/24 microns of tolerance. 
The Thermosetting resins provides a discoloration resistant finish in accordance with the ASTM D2244 standard, as well as 
luster retention in keeping with the ASTM D523 standard and humidity proof in accordance with the ASTM D2247 standard. 
 
The surface treatment achieves a minimum of 2000 hours for salt spray resistant finish in accordance with testing 
performed and per ASTM B117 standard. 
 
Note: IMPORTANT: All missing details must be clearly specified on the return of these approval drawings.  Thank 
you for your cooperation.  
 
COLOR:_______ 
 
Pole Information: (R5 9/16), Bracket to be mounted on top of a 5 9/16" (141mm) outside diameter round pole or tenon. 
 
LED products manufacturing standard: The electronic components sensitive to electrostatic discharge (ESD) such as 
light emitting diodes (LEDs) are assembled in compliance with IEC61340-5-1 and ANSI/ESD S20.20 standards so as to 
eliminate ESD events that could decrease the useful life of the product. 
 
Quality Control: The manufacturer must provide a written confirmation of its ISO 9001-2008 and ISO 14001-2004 
International Quality Standards Certification. 
 
Certification: The manufacturer will have to supply a copy of approval products certificate, CSA or UL. 
 
Vibration Resistance: The RNS20 meets the ANSI C136.31-2001, American National Standard for Roadway Luminaire 
Vibration specifications for normal applications. (Tested for 1.5G over 100 000 cycles) 
 
Mechanical resistance: This design information is intended as a general guideline only.  The customer is solely 
responsible for proper selection of pole, luminaire, accessories and foundation under the given site conditions and intended 
usage.  The addition of any other item to the pole may dramatically impact the wind load on that pole.  It is strongly 
recommended that a qualified professional be consulted to analyze the loads given the user’s specific needs to ensure 
proper selection of the pole, luminaire, accessories, and foundation.  Philips Lumec assumes no responsibility for such 
complete analysis or product selection.  Failure to insure proper site analysis, pole selection, loads and installation can 
result in pole failure, leading to serious injury or property damage. 
 
Web site information details: Click on any specific information details you need: 

   
  Miscellaneous    
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Paint finish   /  Warranties    /  ISO 9001-2008 Certification   /  ISO 14001-2004 Certification    /  CSA Pole Certification 

 

http://www.lumec.com/pdf/guides/Color_Chart.pdf
http://www.usa.lighting.philips.com/connect/tools_literature/warranties.wpd
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-9001.pdf
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-14001.pdf
http://www.csagroup.org/services/testing-and-certification/certified-product-listing/certificate/?028810_S_000-3426-03
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  Type            2 config  
Qty 2 Luminaire    RNS20-[24W16LED3K -001]-T-ACDR-LE2-120-DMG-DE1-COLTX 

 
Description of Components:  

 
Hood: Cast 356.1 aluminum dome, mechanically assembled on the housing, c/w a watertight grommet, mechanically 
assembled to the bracket with four bolts 3/8-16 UNC. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Housing: In a round shape, this housing is made of 356.1 aluminum, complete with a weatherproof door giving a tool-free 
access to the ballast, mechanically assembled. This suspension system permits for a full rotation of the luminaire in 90 
degree increments. 
 
Access -Mechanism: A gravity die cast 356 aluminum frame with latch and hinge. The mechanism shall offer tool-free 
access to the inside of the luminaire. An embedded memory-retentive gasket shall ensure weatherproofing. 
 
Light Engine: LEDgine  composed of 4 main components: Heat Sink / LED Module / Optical System / Driver  
Electrical components are RoHS compliant. 
 
Heat Sink: Made of cast aluminum optimising the LEDs efficiency and life. Product does not use any cooling device with 
moving parts (only passive cooling device). 
 
Globe: (ACDR), Made of one-piece seamless injection-molded impact-resistant (DR) acrylic having an inner prismatic 
surface. Complete with a semi-prismatic house side shield and external glare softening prisms. The globe is mechanically 
assembled and sealed onto the lower part of the heat sink. 
 
LED Module: LED type Philips Lumileds LUXEON T. Composed of 16 high-performance white LEDs. Color temperature as 
per ANSI/NEMA bin Warm White, 3000 Kelvin nominal (3045K +/- 175K or 2870K to 3220K), CRI 80 Typical.  

 

 

 

EPA: 1.43 sq ft / weight: 37 lb (16.8 kg)  
Note:  3D image may not represent color or option selected. 

Logos above include link, click to access. 

  

http://www.lumec.com/Lumec3Dv2/home/index_en.php
http://www.lumec.com/products/lighting_sources/LEDgine.html
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=IFAM.E323569&ccnshorttitle=Light-emitting-diode+Surface-mounted+Luminaires&objid=1079996382&cfgid=1073741824&version=versionless&parent_id=1079431152&sequence=1
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Optical System: (LE2), IES type II (asymmetrical). Composed of high-performance optical grade PMMA acrylic refractor 
lenses to achieve desired distribution optimized to get maximum spacing, target lumens and a superior lighting uniformity. 
Optical system is rated IP66. Performance shall be tested per LM-63, LM-79 and TM-15 (IESNA) certifying its photometric 
performance. Street side indicated. 
 
Driver: High power factor of 90% minimum. Electronic driver, operating range 50/60 Hz. Auto -adjusting universal voltage 
input from 120 to 277 VAC rated for both application line to line or lin e to neutral, Class I , THD of 20% max. Maximum 
ambient operating temperature from -40F(-40C) to 130F(55C) degrees. Driver comes with dimming compatible 0 -10 
volts.  
 
The current supplying the LEDs will be reduced by the driver if the driver experiences internal overheating as a protection to 
the LEDs and the electrical components. Output is protected from short circuits, voltage overload and current overload. 
Automatic recovery after correction. Standard built-in driver surge protection of 2.5kV (min). 
 
Driv er Options: (DMG), Dimming compatible 0-10 volts. For applicable warranty, certification and operation guide see 
"Philips Lumec dimmable luminaire specification document for unapproved device installed by other". To get document, click 
on this link: Specification document   or go on web site on this address: 
http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips Lumec dimmable luminaire specification document for unapproved 
device installed by other.pdf 
 
Surge Protector: Surge protector tested in accordance with ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 Scenario I 
Category C High Exposure 10kV/10kA waveforms for Line-Ground, Line-Neutral and Neutral-Ground, and in accordance 
with U.S. DOE (Department of Energy) MSSLC (Municipal Solid-State Street Lighting Consortium) model specification for 
LED roadway luminaires electrical immunity requirements for High Test Level 10kV / 10kA. 
 
Luminaire Options: (DE1), Decorative skirt, made of spun aluminum, mechanically assembled. 

http://www.lumec.com/Lumec3DV2/PdfWebLink/Philips%20Lumec%20dimmable%20luminaire%20specification%20document%20for%20unapproved%20device%20installed%20by%20other.pdf
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Configuration  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  Type         2 config  
Qty 1 Bracket     [PC-036]-2-R5 9/16-PH8/120-TD-COLTX 

 
Description of Components:  

 
Arm: Shall be made from aluminum tubing 6061-T6, 2 3/8" (60mm) outside diameter, welded. 
 
Decorative Element: Bent decorative aluminum rod, 6063-T5 alloy, 1/2" (13mm) outside diameter, welded assembly. 
 
Central Adaptor: Made of aluminum. Slip-fits 9" (229mm) over a 5 9/16" (141mm) outside diameter pole tenon.  
Mechanically fastened to the pole or tenon by two sets of three set-screws at 120 degrees around the bracket. 
 
Bracket Options: (PH8/120),PH8 twist lock type photocell, 120 volt c/w receptacle.  Connection done on site by others.  
(TD),Straight Tenon. 
 
Note: Please note that this arm requires an adaptor to install the fixture.  
 
-SMB for standard orientation. 
 
- (SMB-016) for 45° orientation from standard. 
 
Bracket Weight: 47 lbs (21.4 kg) 
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Description of Components:  
 

Pole Shaft: Shall be made from a 5 9/16" (141mm) round high tensile carbon steel 
tubing, having a 0.250" (6.4mm) wall thickness, welded to the pole base. 
 
Joint Cover: Two-piece round joint cover made from cast 356 aluminum, mechanically 
fastened with stainless steel screws. 
 
Pole Base: Shall be made from a  8 5/8" (219mm) round high tensile carbon steel 
tubing base having a 0.180" (4.6mm)  wall thickness,  welded to both the bottom and 
top of the anchor plate. 
 
Maintenance Opening: The pole shall have a 4 1/2" x 10" (114mm x 254mm) 
maintenance opening centered 25 1/4" (641mm) from the bottom of the anchor plate, 
complete with a weatherproof embossed aluminum cover and a copper ground lug. 
 
Base Cover: Two piece round base cover made from cast 356 aluminum, 
mechanically fastened with stainless steel screws. 
 
Note: A tenon will be provided when the luminaire or bracket does not fit directly on 
pole shaft. Tenon not shown on the drawing. 
 
IMPORTANT: Philips Lumec strongly recommends the installation of the complete 
lighting assembly with all of its accessories upon the anchoring of the pole. This will 
ensure that the structural integrity of the product is maintained throughout its lifetime. 
 
Pole Weight: 247 lbs (112.3 kg) 

  Type    2 config  
Qty 1 Pole     SSM8V-17-COLTX 

 

 
Comes with  4 steel anchor bolts, 1" X 
33" + 3" J Type Bolts, 8 nuts and 8 
washers. Important: Do not obstruct 
space between anchor plate and 
concrete base. 

-Bolt Circle:  
  12 1/2" (318mm) 
 
- Thickness: 
  1"(25mm) 
 
- NOTE: 
  Bolt Circle Allowed: 
  11" to 13" 
  279mm to 330mm 

Base & Bolts Information  Anchor Plate  Free opening 
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Description of Components:  
 

Wiring: Gauge (#14) TEW/AWM 1015 or 1230 wires, 6" (152mm) minimum exceeding top of the bracket. 
 
Hardware: All exposed screws shall be complete with Ceramic primer-seal basecoat to reduce seizing of the parts and 
offers a high resistance to corrosion.  All seals and sealing devices are made and/or lined with EPDM and/or silicone and/or 
rubber. 
 
Anchor Bolts: Anchor bolts made of ASTM F1554-99 grade A36 or better steel having a minimum yield strength of 55,000 
PSI. Nuts made of ASTM A563 grade A steel or better. The thread fit is ANSI class 2B regardless of bolt diameter. Washers 
are made of ASTM grade F-844 or better steel. All galvanized parts are hot dip galvanized per ACNOR G-164 minimum. 
 
Finish: Textured color to be advised (Product Standard Color only): _______ ___ (COLTX) and in accordance with the 
AAMA 2603 standard. Application of polyester powder coat paint (4 mils/100 microns) with ± 1 mils/24 microns of tolerance. 
The Thermosetting resins provides a discoloration resistant finish in accordance with the ASTM D2244 standard, as well as 
luster retention in keeping with the ASTM D523 standard and humidity proof in accordance with the ASTM D2247 standard. 
 
The surface treatment achieves a minimum of 2000 hours for salt spray resistant finish in accordance with testing 
performed and per ASTM B117 standard. 
 
Note: IMPORTANT: All missing details must be clearly specified on the return of these approval drawings.  Thank 
you for your cooperation.  
 
COLOR:_______ 
 
Pole Information: (R5 9/16), Bracket to be mounted on top of a 5 9/16" (141mm) outside diameter round pole or tenon. 
 
LED products manufacturing standard: The electronic components sensitive to electrostatic discharge (ESD) such as 
light emitting diodes (LEDs) are assembled in compliance with IEC61340-5-1 and ANSI/ESD S20.20 standards so as to 
eliminate ESD events that could decrease the useful life of the product. 
 
Quality Control: The manufacturer must provide a written confirmation of its ISO 9001-2008 and ISO 14001-2004 
International Quality Standards Certification. 
 
Certification: The manufacturer will have to supply a copy of approval products certificate, CSA or UL. 
 
Vibration Resistance: The RNS20 meets the ANSI C136.31-2001, American National Standard for Roadway Luminaire 
Vibration specifications for normal applications. (Tested for 1.5G over 100 000 cycles) 
 
Mechanical resistance: This design information is intended as a general guideline only.  The customer is solely 
responsible for proper selection of pole, luminaire, accessories and foundation under the given site conditions and intended 
usage.  The addition of any other item to the pole may dramatically impact the wind load on that pole.  It is strongly 
recommended that a qualified professional be consulted to analyze the loads given the user’s specific needs to ensure 
proper selection of the pole, luminaire, accessories, and foundation.  Philips Lumec assumes no responsibility for such 
complete analysis or product selection.  Failure to insure proper site analysis, pole selection, loads and installation can 
result in pole failure, leading to serious injury or property damage. 
 
Web site information details: Click on any specific information details you need: 

   
  Miscellaneous    
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Paint finish   /  Warranties    /  ISO 9001-2008 Certification   /  ISO 14001-2004 Certification    /  CSA Pole Certification 

 

http://www.lumec.com/pdf/guides/Color_Chart.pdf
http://www.usa.lighting.philips.com/connect/tools_literature/warranties.wpd
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-9001.pdf
http://www.lumec.com/Lumec3DV2/PdfWebLink/ISO-14001.pdf
http://www.csagroup.org/services/testing-and-certification/certified-product-listing/certificate/?028810_S_000-3426-03
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BRACKETS
TECHINAL INFORMATION



Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice.P84  > POLE AND BRACKET GUIDE

Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice. P85  > POLE AND BRACKET GUIDE

CONTEMPORARY BRACKET

DMS50 
AC-M

> P108

DOS 
DBC-M

see domus small 
series brochure  
for DBC details

DMS50 
AC-1A

SM8N-20

> P108

DOS 
AC-1A-TS

SM8N-16

> P108

DOS 
DBC-1A

AM53V-12

see domus small 
series brochure  
for DBC details

DMS50-SMB 
AC4-2

SSM8-28

> P122

DMS50-SMB 
AC4-1A

SSM8V-28-MPL
DOS

AC-F-14-180deg

> P122/108

DMS50-SMB 
AC6-1A

SSM8V-28-PS-ACS

> P122/137

DMS50-SMB 
AC8-1A

SSM8V-28

> P122



TRADITIONAL BRACKET

S55C2 
CRC-M

> P107

RNS20 
AR-1A-RNA

R80F-16

> P106

S55C2 
CRC-1A

R80F-14

> P107

RN20-SMA 
AR4-1A

R80A-18-MPL
RNS20

AR-F-12-180deg-RNA

> P123/106

RN20-SMA 
AR4-2

R92D-27

> P123

RN20-SMA 
AR4-1A

R92D-27-PSARS

> P123/138

RN20-SMA 
AR6-1A

R92D-27

> P123

RN20-SMA 
AR8-1A

R92D-27

> P123

Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice.

Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice.P86  > POLE AND BRACKET GUIDE P87  > POLE AND BRACKET GUIDE
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CONTEMPORARY BRACKET

CTM 
YC4-1A

ATR74V-28

> P124

CTM 
YC4-2

ATR74V-28

> P124

CTM 
YC6-1A

ATR74V-28

> P124

CTM 
YC8-1A

ATR74V-28

> P124
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RN20-SMA-GRD 
YR4-1A

RTA608N-28-MPL
RNS20

YR-F-12-180deg-RNA

> P125/106

RN20-SMA-GRD 
YR4-2

RTA608N-28-PSYRS

> P125/138

TRADITIONAL BRACKET

RNS20 
YR-M-RNA

> P106

S55C2 
CRF-1A

R80A-14

> P106

RN20-SMA-GRD 
YR6-1A

RTA608N-28

> P125

RN20-SMA-GRD 
YR8-1A

RTA608N-28

> P125
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CONTEMPORARY BRACKET

DMS50 
VC-1A

AM6W-22-PSVCS

> P108/138

DMS50-SMB 
VC4-1A

AMT8V-28-MPL
DOS

VC-F-15-180deg-TS

> P126/108

DMS50-SMB 
VC4-2

AMT8V-28

> P126

DMS50-SMB 
VC6-1A

AMT8V-28

> P126

DMS50-SMB 
VC8-1A

AMT8V-28

> P126

DOS 
VC-1A-TS

AM6W-18

> P108

DOS 
VC-M-TS

> P108

DMS50 
VC-M

> P108
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TRADITIONAL BRACKET

RNS20 
CRFT-1A-RNA

RA61F-16

> P107

RN20 
CRFT-1A-RNA

RA61W-18

> P107

RN20-SMA 
VR4-1A

RSS61V-28-MPL
RNS20

CRFT-F-13-180deg-RNA

> P127/107

RN20-SMA 
VR4-2

RSS61V-28-PSCRFD

> P127/138

RN20-SMA 
VR6-1A

RSS61V-28-MPL
L80

CRF-F-13-180deg

> P127/106

RN20-SMA 
VR8-1A

RSS61V-28

> P127

L80 
CRF-1A

RA61F-12

> P106

L80 
CRF-M

> P106
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CONTEMPORARY BRACKET

DOS 
PC-M-TS

> P110

DMS50 
PC-M

> P110

DMS50 
PC-1A 

AM8W-20

> P110

DOS 
DBG-1A 

AM53F-12

DOS 
PC-1A-TS 

AM8W-16

> P110

DMS50-SMB 
PC4-2

SSM8V-25

> P128

DMS50-SMB 
PC4-1A

SSM8V-25
+

DOS
PC-F-12-180deg-TS

> P128/110

DMS50-SMB 
PC6-1A

SSM8V-25
+

PS-PCS

> P128/137

DMS50-SMB 
PC6-1A

SSM8V-25

> P128
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TRADITIONAL BRACKET

RNS20 
CRAT-M-RNA

> P107

S55C2 
CRA-1A

R80A-16

> P107

RN20 
CRAT-1A-RNA

R80A-20-PSCRAS

> P107/137

RN20-SMA 
PR4-2

RTA20V-27

> P129

RN20-SMA 
PR4-1A

RTA20V-27-MPL
RNS20

CRAT-F-13-180deg-RNA

> P129/107

RN20-SMA 
PR6-1A

RTA20V-27

> P129

RN20-SMA 
PR8-1A

RTA20V-27

> P129
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CONTEMPORARY AND TRADITIONAL BRACKET

RN20-SMA 
DR6-1A

R92D-27

> P121

RN20-SMA 
DR6-2

R92D-27

> P121

DMS50-SMB 
DC6-1A

SSM8V-25

> P121

DMS50-SMB 
DC6-2

SSM8V-25

> P121

HBM 
DC8-1A

SSM8V-25

> P121



> CAST BRACKETS

> SHORT & MEDIUM REACH BRACKETS

> EXTENDED REACH BRACKETS

> GOOSE NECK BRACKETS

JR

P109

IF

P114

TN

P118

AC

P108

AR

P106

CRD

P106

CRDS

P108

CRF

P106

CRFS

P108

CRFT

P107

CRC

P107

CRA

P107

CRAT

P107

PR4/PR6/PR8

P129

VR4/VR6/VR8

P127

YR4/YR6/YR8

P125

AR4/AR6/AR8

P123

VC4/VC6/VC8

P126

YC4/YC6/YC8

P124

AC4/AC6/AC8

P122

PC4/PC6/PC8

P128

CRM4/CRM6/CRM8

P120

CJL4/CJL5.5/CJL6/CJL8

P119

MJ

P114

BM

P115

SM

P114

UN

P118

(only for Transit Series)

LM

P115

TM

P115

NM

P115

MM

P112

UM

P112

MT

P112

MR

P112

VC

P108

PC

P110

CRG

P113

CRH

P113

CRI

P113

DC6/DC8

P121

DR6/DR8

P121

CN1

P110

CN1S

P110

OM

P110

PM

P111

CN3

P111

CNB-M

P111

M10

P116

M30

P116

M20H

P117

M50

P116

M20A

P117

M20G

P117

M20M 

P117

CR

P109

CN5

P114

SN

P118

YR

P106

BRACKET INDEX  >  CONTEMPORARY AND TRADITIONAL BRACKETS

> CLAMP-ON BRACKETS
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> CAST BRACKETS

> SHORT & MEDIUM REACH BRACKETS

> GOOSE NECK BRACKETS

JR

P109

IF

P114

AC

P108

AR

P106

CRD

P106

CRDS

P108

CRF

P106

CRFS

P108

CRFT

P107

CRC

P107

CRA

P107

CRAT

P107

MJ

P114

BM

P115

SM

P114

LM

P115

TM

P115

NM

P115

MM

P112

UM

P112

MT

P112

MR

P112

VC

P108

PC

P110

CRG

P113

CRH

P113

CRI

P113

CN1

P110

CN1S

P110

OM

P110

PM

P111

CN3

P111

CNB-M

P111

CR

P109

CN5

P114

YR

P106

BRACKET INDEX  >  CONTEMPORARY AND TRADITIONAL BRACKETS
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> EXTENDED REACH BRACKETS

TN

P118

PR4/PR6/PR8

P129

VR4/VR6/VR8

P127

YR4/YR6/YR8

P125

AR4/AR6/AR8

P123

VC4/VC6/VC8

P126

YC4/YC6/YC8

P124

AC4/AC6/AC8

P122

PC4/PC6/PC8

P128

CRM4/CRM6/CRM8

P120

CJL4/CJL5.5/CJL6/CJL8

P119

UN

P118

(only for Transit Series)

DC6/DC8

P121

DR6/DR8

P121

M10

P116

M30

P116

M20H

P117

M50

P116

M20A

P117

M20G

P117

M20M 

P117

SN

P118

> CLAMP-ON BRACKETS
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1A 2 42A 43B3A M F5 F 2F

Configurations Mid-pole Configurations
> with pole option MPL

CRF

EPA: 1.34 sq.ft.  Weight: 25.0 lbs. (11.3 kg) 

YR / AR / CRD / CRF  >  CAST BRACKETS 

YR

EPA: 1.30 sq.ft.  Weight: 40.0 lbs. (18.1 kg) 

AR

EPA: 1.35 sq.ft.  Weight: 40.0 lbs. (18.1 kg) 

CRD

EPA: 1.34 sq.ft.  Weight: 25.0 lbs. (11.3 kg) 

1A 2 4 M F54A2A 3B3A F 2F

Configurations Mid-pole Configurations
> with pole option MPL

Specifications:

The YR / AR mounting arms feature a cast-aluminum curved arm and a decora-
tive element welded to a cast-aluminum plate.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The YR / AR plates are mechanically fastened using stainless steel hardware to a 
central pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon.

Specifications:

The CRD / CRF mounting arms feature a cast-aluminum curved arm mechani-
cally assembled to a cast-aluminum plate.

The mounting arms are equipped with a 4” round (102 mm) by 4” high (102 mm) 
tenon for luminaire mounting.

The CRD / CRF plates are mechanically fastened by stainless steel hardware to a 
central pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon. 
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1A 2 4 M F54A2A 3B3A

1A 2 42A

1A 2 42A

43B3A

43B3A

M F5

M F5

1A 2 4 M F54A2A 3B3A

F 2F

F 2F

F 2F

F 2F

CAST BRACKETS  >  CRA / CRAT / CRC / CRFT 

Specifications:

The CRA mounting arm features a seamless 1” x 2” (25 x 51 mm) rectangular 
extruded aluminum tube and cast decorative scroll, welded to a cast-aluminum 
plate.

The mounting arm is equipped with a 4” round (102 mm) by 4” high (102 mm) 
tenon for luminaire mounting.

The CRA plate is mechanically fastened using stainless steel hardware to a cen-

tral pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon. 

Specifications:

The CRAT mounting arm features a seamless 1” x 2” (25 x 51 mm) rectangular 
extruded aluminum tube and cast decorative scroll, welded to a cast-aluminum 
plate.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The CRAT plate is mechanically fastened using stainless steel hardware to a cen-
tral pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon.

Specifications:

The CRC mounting arm features a seamless 1” x 2” (25 x 51 mm) rectangular 
extruded aluminum tube and cast decorative scroll, welded to a cast-aluminum  
plate.

The mounting arm is equipped with a 4” round (102 mm) by 4” high (102 mm) 
tenon for luminaire mounting.

The CRC plate is mechanically fastened using stainless steel hardware to a 

central pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon. 

Specifications:

The CRFT mounting arm features a cast-aluminum curved arm mechanically 
assembled to a cast-aluminum plate.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The CRFT plate is mechanically fastened using stainless steel hardware to a cen-
tral pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon.

Configurations

Configurations

Configurations

Configurations

Mid-pole Configurations

Mid-pole Configurations

Mid-pole Configurations

Mid-pole Configurations

> with pole option MPL

> with pole option MPL

> with pole option MPL

> with pole option MPL

CRA

EPA: 1.40 sq.ft.  Weight: 16.0 lbs. (7.3 kg) 

CRFT

EPA: 1.32 sq.ft.  Weight: 21.0 lbs. (9.5 kg) 

CRAT

EPA: 1.45 sq.ft.  Weight: 37.0 lbs. (16.8 kg) 

CRC

EPA: 1.39 sq.ft.  Weight: 17.0 lbs. (7.7 kg) 
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CRDS

EPA: 1.13 sq.ft.  Weight: 19.0 lbs. (8.6 kg) 

CRFS

EPA: 1.12 sq.ft.  Weight: 19.0 lbs. (8.6 kg) 

CRDS / CRFS / AC / VC  >  CAST BRACKETS AND SHORT REACH BRACKETS 

AC

EPA: 1.45 sq.ft.  Weight: 15.0 lbs. (6.8 kg) 

VC

EPA: 1.65 sq.ft.  Weight: 16.0 lbs. (7.3 kg) 

1A 2 4 M F54A2A 3B3A F 2F

Configurations Mid-pole Configurations
> with pole option MPL

Specifications:

The CRDS / CRFS mounting arms feature a cast-aluminum curved arm mechani-
cally assembled to a cast-aluminum plate.

The mounting arms are equipped with a 3” round (76 mm) by 3” high (76 mm) 
tenon for luminaire mounting.

The CRDS / CRFS plates are mechanically fastened by stainless steel hardware to 
a central pole adaptor slip-fitting 9” (229 mm) over a 4” (102 mm) O.D. pole or tenon. 

Specifications:

The AC mounting arm features a cast-aluminum curved arm, welded to the 
central pole adaptor.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The central pole adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The VC mounting arm features a cast-aluminum curved arm welded to the 
central pole adaptor.. 

The mounting arm includes an extruded-aluminum decorative curved tubing 
welded to the side of the central pole adaptor and to the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The central pole adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon.

1A 2 4

1A 2 4

M F5

M F5

F 2F

F 2F

Configurations

Configurations

Mid-pole Configurations

Mid-pole Configurations

> with pole option MPL

> with pole option MPL
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SHORT REACH BRACKETS  >  CR / JR 

CR

EPA: 1.11 sq.ft.  Weight: 12.0 lbs. (5.4 kg) 

JR

EPA: 1.51 sq.ft.  Weight: 9.0 lbs. (4.1 kg)

3 4B1A 2 4 M54A2A 3B3A

3 4B1A 2 4 M54A2A 3B3A

Specifications:

The CR mounting arm features a seamless 2” by 4” (51 by 102 mm) rectangular 
aluminum extrusion, mechanically assembled on both sides to the pole and to 
the luminaire adaptor. 

The mounting arm includes a 4” (102 mm) O.D. extruded aluminum luminaire 
adaptor welded to the arm for luminaire mounting.

When specified with a central luminaire (configurations 3A, 4A, 4B and 5), a 
central pole adaptor serves to faciliate installation on site.

Specifications:

The JR mounting arm features two seamless 2” by 3” (51 by 76 mm) rectangular 
aluminum extrusions, welded on both sides to the central pole adaptor and to 
the luminaire adaptor.

The mounting arm includes a 4” (102 mm) O.D. extruded aluminum luminaire 
adaptor welded to the arm for luminaire mounting.

> For pole supplied by others, we strongly recommend the OV option.

Configurations

Configurations
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PC / CN1 / CN1S / OM  >  MEDIUM REACH BRACKETS  

PC

EPA: 2.35 sq.ft.  Weight: 20.0 lbs. (9.1 kg) 

CN1S

EPA: 2.58 sq.ft.  Weight: 20.0 lbs. (9.1 kg) 

CN1

EPA: 2.62 sq.ft.  Weight: 23.0 lbs. (10.4 kg) 

OM

EPA: 1.84 sq.ft.  Weight: 12.0 lbs. (5.4 kg) 

Specifications:

The PC mounting arm features a 2 3/8” (60 mm) round extruded-aluminum arm 
welded to the central pole adaptor. 

The mounting arm includes an extruded-aluminum decorative rod welded to the 
central pole adaptor and to the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 

mm) or 5 9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The CN1 mounting arm features two 2” by 3” (51 x 76 mm) rectangular extruded-
aluminum arms welded to the central pole adaptor. 

The mounting arm includes a cast-aluminum decorative curved section welded to 
the central pole adaptor and the arm. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon.  

> The CN1 is available with the OV option that can accommodate up to two 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option.

Specifications:

The CN1S mounting arm features two 2” by 3” (51 x 76 mm) rectangular extruded-
aluminum arms welded to the central pole adaptor. 

The mounting arm includes a cast-aluminum decorative curved section welded to 
the central pole adaptor and the arm. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

> The CN1S is available with the OV option that can accommodate up to one 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option. 
 

Specifications:

The OM mounting arm features two straight 1 5/8” O.D. (41 mm) arms welded to 
the central pole adaptor and an extruded-aluminum luminaire adaptor.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

> The OM is available with the OV option that can accommodate up to two 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option.

31A 2 2A

31A 2 2A

31A 2 2A

31A 2 2A

43B3A

43B3A

43B3A
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M5
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M5

Configurations

Configurations

Configurations

Configurations

F 2F

Mid-pole Configurations
> with pole option MPL
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MEDIUM REACH BRACKETS  >  PM / CN3 / CNB-M

PM

EPA: 2.53 sq.ft.  Weight: 18.0 lbs. (8.2 kg) 

Configurations

CN3

EPA: 2.63 sq.ft.  Weight: 26.0 lbs. (11.8 kg) 

31A 2 4 M2A 3B

Configurations

CNB-M

EPA: 0.38 sq.ft.  Weight: 5.0 lbs. (2.03 kg) 

M

Specifications:

The PM mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tubing 
bent at a 90° angle and welded to two 1” (25 mm) extruded-aluminum arms, two 
decorative rings.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

> The PM is available with the OV option that can accommodate up to two 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option. 

Specifications:

The CN3 mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tub-
ing bent at a 90° angle welded to the central pole adaptor and to a cast-alumi-
num curved decorative flat band arm. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

> The CN3 is available with the OV option that can accommodate up to two 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option.

Specifications:

The CRC mounting arm features a 2” by 3” (51 by 76 mm) rectangular extruded-
aluminum arm welded to a cast-aluminum wall-mounted housing. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

31A 2 2A 43B3A M5

Configurations
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MM / MR / MT / UM  >  MEDIUM REACH BRACKETS  

MT

EPA: 2.20 sq.ft.  Weight: 21.0 lbs. (9.5 kg) 

MR

EPA: 2.10 sq.ft.  Weight: 20.0 lbs. (9.1 kg) 

MM

EPA: 2.32 sq.ft.  Weight: 22.0 lbs. (10.0 kg) 

UM

EPA: 2.33 sq.ft.  Weight: 16.0 lbs. (7.3 kg) 

Specifications:

The MM mounting arm features a 2 3/8” round (60 mm) extruded-aluminum 
arm welded to an aluminum central pole adaptor. 

The mounting arm includes two decorative cast-aliminum bent rods.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon.

Specifications:

The MR mounting arm features a 2 3/8” round (60 mm) extruded-aluminum arm 
welded to an aluminum central pole adaptor. 

The mounting includes a decorative bent extruded-aluminum tube welded to 
the central pole adaptor and to the arm.

The cast-aluminum central pole adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 
5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The MT mounting arm features a 2 3/8” round (60 mm) extruded-aluminum arm 
welded to an aluminum central pole adaptor. 

The mounting arm includes a decorative bent extruded-aluminum tube welded 
to the central pole adaptor and to the luminaire adaptor.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon.

Specifications:

The UM mounting arm features a 2 3/8” round (60 mm) extruded-aluminum 
arm welded to an aluminum central pole adaptor. 

The mounting arm includes two cast-aluminum decorative elements welded to 
the central pole adaptor and to the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

 
> The UM is available with the OV option that can accommodate up to two 175W ballasts.

> For pole supplied by others, we strongly recommend the OV option.
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MEDIUM REACH BRACKETS  >  CRG / CRH / CRI

Configurations

Configurations

Configurations

CRG

EPA: 2.29 sq.ft.  Weight: 15.0 lbs. (6.8 kg) 

CRI

CRI mounting can integrate up to 2 ballasts of 175W.

EPA: 2.68 sq.ft.  Weight: 40.0 lbs. (18.1 kg) 

31A 2 2A 3B

31A 2 2A 3B

31A 2 2A 3B

Specifications:

The CRG mounting arm features one 2 3/8” round (60 mm) extruded-aluminum 
arm welded to the central pole adaptor.

A 1 1/8” square (29 mm) extruded-aluminum tube is welded at an angle to the 
central pole adaptor and to the arm. 

The mounting arm includes two decorative rolled sections of a flat aluminum 
band welded between the arm, central pole adaptor and angled tube.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

> The CRG is available with the OV option that can accommodate up to two 175W ballasts.
> For pole supplied by others, we strongly recommend the OV option.

Specifications:

The CRH mounting arm features one 2 3/8” round (60 mm) extruded-aluminum 
arm welded to the central pole adaptor. Both are closed by a decorative cast-
aluminum cover.

The mounting arm includes two decorative rolled sections of aluminum rods 
welded between the arm and the central pole adaptor.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The central pole adaptor slip-fits 12“ (305 mm) into a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The CRI mounting arm features one 2” by 2” (51 x 51 mm) square extruded-alumi-
num arm welded to the central pole adaptor and closed by a cast-aluminum cover.  

The mounting arm includes a 1 1/4” O.D. (32 mm) cast-aluminum decorative 
curved section welded to both the central pole adaptor and the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon.

43B

43B

43B

M5

M5

M5

CRH

EPA: 1.95 sq.ft.  Weight: 24.0 lbs. (10.9 kg)
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Configurations

IF

EPA: 1.41 sq.ft.  Weight: 9.0 lbs. (4.0 kg) 

31A 2 4 M2A 3B

CN5 / IF / SM / MJ  >  GOOSE NECK BRACKETS  

Configurations

CN5 

EPA: 1.81 sq.ft.  Weight: 11.0 lbs. (5.0 kg) 

31A 2 4 M2A 3B

MJ

EPA: 2.00 sq.ft.  Weight: 13.0 lbs. (5.9 kg) 

Configurations

Configurations

1A 2

1A 2

SM

EPA: 1.37 sq.ft.  Weight: 13.0 lbs. (5.9 kg) 

Specifications:

The CN5 mounting arm features a 2 3/8”-O.D. (60 mm) extruded-aluminum tube 
bent at a 180° angle and mechanically assembled to the side of the pole using 
two cast-aluminum mounting arm adaptors.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

Specifications:

The IF mounting arm features a 2 3/8”-O.D. (60 mm) extruded-aluminum tube 
bent at a 180° angle and mechanically assembled to the pole using a cast-alumi-
num mounting adaptor.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

Specifications:

The SM mounting arm features a 2 3/8”-O.D. (60 mm) extruded-aluminum tube 
bent at a 180° angle welded to a cast-aluminum pole-top adaptor. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The MJ mounting arm features a 2 3/8”-O.D. (60 mm) extruded-aluminum tube 
bent at a 180° angle welded to a cast-aluminum pole-top adaptor.  

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon.

> The MJ bracket is offered with LG option (medaillon to accept logo) see page 134. 

M5

24" (610 mm)

9
" 

(2
2

9
 m

m
)

2
1"

 (
53

3
 m

m
)

52
" 

(1
3

2
1 

m
m

)

12
" 

(3
0

5 
m

m
)

18
" 

(4
57

 m
m

)

24" (610 mm)

2
1 

1/
8

" 
(5

3
7 

m
m

)

3
8

 7
/8

" 
(9

8
7 

m
m

)

6
" 

(1
52

 m
m

)

24" (610 mm)

17
" 

(4
3

2
 m

m
)

2
1"

 (
53

3
 m

m
)

4
6

 5
/8

" 
(1

18
4

 m
m

)

9
" 

(2
2

9
 m

m
)

Te
n

o
n

 p
e

n
e

tr
a

ti
o

n

30" (762 mm)

11
" 

(2
79

 m
m

) 3
2

 5
/8

" 
(8

2
9

 m
m

)

52
" 

(1
3

2
1 

m
m

)

9
" 

(2
2

9
 m

m
)

Te
n

o
n

 p
e

n
e

tr
a

ti
o

n



Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice. P115  > POLE AND BRACKET GUIDE

GOOSE NECK BRACKET  >  BM / LM / TM / NM

TM

EPA: 2.27 sq.ft.  Weight: 20.0 lbs. (9.1 kg) 

Configurations

Configurations

1A 2

1A 2

BM

EPA: 2.00 sq.ft.  Weight: 40.0 lbs. (18.1 kg) 

NM

EPA: 2.81 sq.ft.  Weight: 27 lbs. (12.3 kg) 

Configurations

Configurations

LM

EPA: 2.59 sq.ft.  Weight: 21.0 lbs. (9.5 kg) 

31A 2 4 M2A 3B

1A 2 3 42A 3B 4 M

Specifications:

The BM mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tube 
bent at 180° welded to a cast-aluminum adaptor. 

The mounting arm includes an aluminum decorative element welded to the arm. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 
mm) or 5 9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The LM mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tube 
bent at 180° welded to a cast-aluminum adaptor. 

The mounting arm includes a flat rolled aluminum decorative element.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 

mm) or 5 9/16” (141 mm) O.D. pole or tenon. 

Specifications:

The TM mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tube 
bent at 180° and welded to a pole adaptor. 

The mounting arm includes an extruded-aluminum 1 1/16” (27 mm) O.D. decora-
tive element welded to the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits over a 4” (102 mm), 5” (127 mm) or 5 

9/16” (141 mm) O.D. pole. 

Specifications:

The NM mounting arm features a 2 3/8” O.D. (60 mm) extruded-aluminum tube 
bent at 180°, welded to a cast-aluminum pole adaptor. 

The mounting arm includes a cast-aluminum decorative spiral element welded 
to the arm.

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The aluminum central pole adaptor slip-fits 9” (229 mm) over a 4” (102 mm), 5” (127 

mm) or 5 9/16” (141 mm) O.D. pole or tenon.
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Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice.P116  > POLE AND BRACKET GUIDE

M10 / M30 / M50  >  CLAMP-ON BRACKETS 

Configurations

Configurations

Configurations

Optional Pole Caps

Optional Pole Caps

Optional Pole Caps

M10

EPA: 1.03 sq.ft.  Weight: 9.0 lbs. (4.1 kg) 

M30

EPA: 1.56 sq.ft.  Weight: 12.0 lbs. (5.4 kg) 

1A 2 M

1A 2 M

1A 2 M

M50

EPA: 1.19 sq.ft.  Weight: 14.0 lbs. (6.4 kg) 

CAP1 CAP3

CAP1 CAP3

CAP1 CAP2 CAP3

CAP3 CAP4

CAP3 CAP4

Specifications:

The M10 mounting arm features a 2 3/8” round (60 mm), extruded-aluminum 
tube, welded to a cast-aluminum clamp-on pole adaptor. Comes with a standard 
decorative pole cap. 

The mounting arm includes a 4” (102 mm) O.D. extruded aluminum luminaire 
adaptor welded to the arm for luminaire mounting.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 

Specifications:

The M30 mounting arm features a 2 3/8” round (60 mm), extruded-aluminum 
tube, welded to a cast-aluminum clamp-on pole adaptor. Comes with a standard 
decorative pole cap. 

The mounting arm includes a decorative curved 1.66” round (42 mm) extruded 
bent aluminum piece is mechanically secured to the pole using a clamp and welded 
to the luminaire adaptor.

The mounting arm includes a 4” (102 mm) O.D. extruded aluminum luminaire 
adaptor welded to the arm for luminaire mounting.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 

Lumec poles.  

Specifications:

The M50 mounting arm features a 2 3/8” round (60 mm), extruded-aluminum 
tube, welded to a cast-aluminum clamp-on pole adaptor. Comes with a standard 
decorative pole cap. 

The mounting arm includes a decorative rolled flat aluminum decorative element, 
welded to the arm, luminaire adaptor and pole adaptor.

The mounting arm includes a 4” (102 mm) O.D. extruded aluminum luminaire 
adaptor welded to the arm for luminaire mounting.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles.   
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Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice. P117  > POLE AND BRACKET GUIDE

CLAMP-ON BRACKETS  >  M20A / M20G  / M20H / M20M

M20A

EPA: 2.06 sq.ft.  Weight: 28.0 lbs. (12.7 kg) 

M20G

EPA: 1.76 sq.ft.  Weight: 18.0 lbs. (8.2 kg) 

M20H

EPA: 1.76 sq.ft.  Weight: 19.0 lbs. (8.6 kg) 

M20M

EPA: 1.34 sq.ft.  Weight: 19.0 lbs. (8.6 kg) 

Configurations

Configurations

Configurations

Configurations

Optional Pole Caps

Optional Pole Caps

Optional Pole Caps

Optional Pole Caps

1A 2 M

1A 2 M

1A 2 M

1A 2 M

CAP1 CAP3

CAP1 CAP3

CAP1 CAP3

CAP3 CAP4

CAP3 CAP4

CAP1 CAP2 CAP3

Specifications:

The M20A mounting arm features a 2 7/8” round (73 mm) double-bend 
extruded-aluminum tube, welded to a cast-aluminum clamp-on pole adaptor. 
Comes with a standard decorative pole cap.  

The mounting arm includes a flat bent aluminum decorative element mechanically 
secured to the arm and pole.

A suspended luminaire adaptor is mechanically secured to the arm by a decora-
tive cast-aluminum clamp and stainless steel hardware. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 

Specifications:

The M20H mounting arm features a 2 7/8” round (73 mm) double-bend 
extruded-aluminum tube, welded to a cast-aluminum clamp-on pole adaptor. 
Comes with a standard decorative pole cap 

The mounting arm includes a flat bent aluminum decorative element mechanically 
secured to the arm and pole.

A suspended luminaire adaptor is mechanically secured to the arm by a decora-
tive cast-aluminum clamp and stainless steel hardware. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 

Specifications:

The M20G mounting arm features a 2 7/8” round (73 mm), straight extruded-
aluminum tube, welded to a cast-aluminum clamp-on pole adaptor. Comes with 
a standard decorative pole cap.

The mounting arm includes a bent extruded-aluminum decorative element 
mechanically secured to the arm and pole.

A suspended luminaire adaptor is mechanically secured to the arm by a decora-
tive cast-aluminum clamp and stainless steel hardware. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles.   

Specifications:

The M20M mounting arm features a 2 7/8” round (73 mm), straight extruded-
aluminum tube, welded to a cast-aluminum clamp-on pole adaptor. Comes with 
a standard decorative pole cap. 

The mounting arm includes a steel cable decorative element mechanically secured 
to the arm and pole.

A suspended luminaire adaptor is mechanically secured to the arm by a decora-
tive cast-aluminum clamp and stainless steel hardware. 

The luminaire adaptor will accept a luminaire equipped with Lumec’s four-bolt 
mounting system. 

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 
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Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice.P118  > POLE AND BRACKET GUIDE

SN / TN / UN  >  CLAMP-ON BRACKETS   (only for Transit series)

SN

EPA: 1.51 sq.ft.  Weight: 16.0 lbs. (7.3 kg) 

TN

EPA: 1.87 sq.ft.  Weight: 19.0 lbs. (8.6 kg) 

UN

EPA: 1.68 sq.ft.  Weight: 17.0 lbs. (7.7 kg) 

Configurations

Configurations

Configurations

Optional Pole Caps

Optional Pole Caps

Optional Pole Caps

1A 2 M

1A 2 M

1A 2 M

CAP1 CAP2

CAP1 CAP2

CAP1 CAP2

Specifications:

The SN mounting arm features an extruded-aluminum arm, welded to a cast-
aluminum clamp-on pole adaptor and luminaire adaptor. Comes with a standard 
decorative pole cap. 

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 

Specifications:

The TN mounting arm features a decorative cast-aluminum arm, with straight 
edge and a decorative hole,welded to a cast-aluminum clamp-on pole adaptor and 
luminaire adaptor. Comes with a standard decorative pole cap.  

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles. 

Specifications:

The UN mounting arm features an extruded-aluminum arm, welded to a cast-
aluminum clamp-on pole adaptor and luminaire adaptor. Comes with a standard 
decorative pole cap.

The mounting arm includes a decorative aluminum piece, with a straigh edge on 
the bottom and a decorative hole that is mechanically secured to the arm and 
luminaire adaptor.

The mounting arm clamp is mechanically assembled on a 4” (102 mm), 5” (127 mm) 
or 5 9/16” (141 mm) pole using stainless steel hardware. The location is pre-drilled on 
Lumec poles.  
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Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
 materials and/or production and/or design without prior notice. P119  > POLE AND BRACKET GUIDE

EXTENDED REACH BRACKETS  >  CJL4 / CJL5.5 / CJL6 / CJL8

CJL5.5

EPA: 4.40 sq.ft.  Weight: 41.0 lbs. (18.6 kg) 

CJL4

EPA: 4.10 sq.ft.  Weight: 36.0 lbs. (16.3 kg) 

CJL6

EPA: 4.51 sq.ft.  Weight: 43.0 lbs. (19.5 kg) 

CJL8

EPA: 4.95 sq.ft.  Weight: 50.0 lbs. (22.7 kg) 

Configurations

1A 2 4

Specifications:

The CJL4 / CJL5.5 / CJL6 / CJL8 mounting arms feature a 2 3/8” O.D. (60 mm) 
double bent steel tube welded to a steel adaptor. 

The mounting arms assemblies include cast-aluminum decorative elements. The 
pole-top adaptor slip-fits over a two-step tenon 2 7/8” (73 mm) O.D. (top section) 
and 4” (120 mm) O.D. (bottom section), 30” (762 mm) tall.
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CRM4 / CRM6 / CRM8  >  EXTENDED REACH BRACKETS 

CRM6

EPA: 3.33 sq.ft.  Weight: 37.0 lbs. (16.8 kg) 

CRM4

EPA: 3.00 sq.ft.  Weight: 31.0 lbs. (14.1 kg) 

CRM8

EPA: 3.73 sq.ft.  Weight: 42.0 lbs. (19.1 kg) 

Configurations

1A 2 4

Specifications:

The CRM4 / CRM6 / CRM8 mounting arms feature a 2 3/8” O.D. (60 mm) double-
bend steel tube welded to a steel adaptor.

The mounting arms assemblies include cast-aluminum decorative elements. The 
pole-top adaptor slip-fits 10 3/8” (264 mm) over a 2 7/8” (73 mm) O.D. tenon.
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Note: Philips Lumec reserves the right to modify the above details to reflect changes in the cost of 
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DC6

EPA: 4.07 sq.ft.  Weight: 32.0 lbs. (14.5 kg) 

DR6

EPA: 4.07 sq.ft.  Weight: 32.0 lbs. (14.5 kg)  

DC8

EPA: 5.00 sq.ft.  Weight: 43.0 lbs. (19.5 kg) 

DR8

EPA: 5.00 sq.ft.  Weight: 43.0 lbs. (19.5 kg) 

EXTENDED REACH BRACKETS  >  DC6 / DC8 / DR6 / DR8

Configurations

1A 2 4

Specifications:

The DC6 / DC8 / DR6 / DR8 mounting arms feature a round and smooth tapered 
aluminum bent arm welded to cast-aluminum pole adaptor. 

The central pole adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 
9/16” (141 mm) O.D. pole or tenon.
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AC4 / AC6 / AC8  >  EXTENDED REACH BRACKETS 

AC4

EPA: 2.34 sq.ft.  Weight: 20.0 lbs. (9.1 kg) 

AC6

EPA: 3.06 sq.ft.  Weight: 23.0 lbs. (10.4 kg) 

AC8

EPA: 3.77 sq.ft.  Weight: 32.0 lbs. (14.5 kg) 

Configurations

1A 2 4

Specifications:

The AC4 / AC6 / AC8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing. 

The mounting arms include a decorative curved flat piece of aluminum, mechani-
cally assembled to the central pole adaptor and to the arm using stainless steel 
hardware.

The central pole adaptor is complete with a cast-aluminum cap, slip-fits 9“ (229 
mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon.9
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AR4

EPA: 3.63 sq.ft.  Weight: 31.0 lbs. (14.1 kg) 

AR6

EPA: 4.49 sq.ft.  Weight: 34.0 lbs. (15.4 kg) 

AR8

EPA: 5.36 sq.ft.  Weight: 43.0 lbs. (19.5kg) 

EXTENDED REACH BRACKETS  >  AR4 / AR6 / AR8 

Configurations

1A 2 4

Specifications:

The AR4 / AR6 / AR8 mounting arms a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting arms include a decorative bent piece of aluminum, mechanically 
assembled to the pole and to the arm using stainless steel hardware, complete with 
a decorative cast aluminum cap on each end.

The central pole adaptor is complete with a decorative cast-aluminum cap. With 
the IA configurationa cast-aluminumdecorative side cap is added. The central pole 
adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) 
O.D. pole or tenon.
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YC4

EPA: 2.36 sq.ft.  Weight: 25.0 lbs. (11.3 kg) 

YC6

EPA: 3.10 sq.ft.  Weight: 30.0 lbs. (13.6 kg) 

YC8

EPA: 3.76 sq.ft.  Weight: 38.0 lbs. (17.2 kg) 

YC4 / YC6 / YC8  >  EXTENDED REACH BRACKETS 

Configurations

1A 2 4

Specifications:

The YC4 / YC6 / YC8 mounting arms feature a tapered spun aluminum arm of 4” 
by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechanically 
assembled to the central housing. 

The mounting arms include a decorative bent piece of aluminum, mechanically as-
sembled to the central pole adaptor and to the arm using stainless steel hardware.

The central pole adaptor is complete with a cast-aluminum cap, slip-fits 9“ 
(229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon.
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YR4

EPA: 2.69 sq.ft.  Weight: 29.0 lbs. (13.2 kg) 

YR6

EPA: 3.43 sq.ft.  Weight: 34.0 lbs. (15.4 kg) 

YR8

EPA: 4.07 sq.ft.  Weight: 43.0 lbs. (17.2 kg) 

EXTENDED REACH BRACKETS  >  YR4 / YR6 / YR8 

Configurations

1A 2 4

Specifications:

The YR4 / YR6 / YR8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting arms include a decorative bent piece of aluminum, mechanically 
assembled to the pole and to the arm using stainless steel hardware.

The central pole adaptor is complete with a decorative cast-aluminum cap, slip-fits 
9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon.
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VC4

EPA: 3.12 sq.ft.  Weight: 24.0 lbs. (10.9 kg) 

VC6

EPA: 4.06 sq.ft.  Weight: 28.0 lbs. (12.7 kg) 

VC8

EPA: 5.02 sq.ft.  Weight: 37.0 lbs. (16.8 kg) 

VC4 / VC6 / VC8  >  EXTENDED REACH BRACKETS 

Configurations

1A 2 4

Specifications:

The VC4 / VC6 / VC8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting arms include a decorative bent piece of aluminum rod mechanically 
assembled to the arm and to the pole using stainless steel hardware, complete 
with decorative cast aluminum cap on each end.

The central pole adaptor is complete with a cast-aluminum cap, slip-fits 9“ 
(229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon.
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VR4

EPA: 3.49 sq.ft.  Weight: 26.0 lbs. (11.8 kg) 

VR6

EPA: 4.44 sq.ft.  Weight: 30.0 lbs. (13.6 kg) 

VR8

EPA: 5.33 sq.ft.  Weight: 39.0 lbs. (17.7 kg) 

EXTENDED REACH BRACKETS  >  VR4 / VR6 / VR8 

Configurations

1A 2 4

Specifications:

The VR4 / VR6 / VR8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting arms include a decorative U-channel made of bent aluminum, me-
chanically assembled to the pole and to the arm using stainless steel hardware.

The central pole adaptor is complete with a decorative cast-aluminum cap. With 
the IA configurationa cast-aluminumdecorative side cap is added. The central pole 
adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) 
O.D. pole or tenon.3
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PC4

EPA: 2.88 sq.ft.  Weight: 25.0 lbs. (11.3 kg) 

PC6

EPA: 3.63 sq.ft.  Weight: 28.0 lbs. (12.7 kg) 

PC8

EPA: 4.39 sq.ft.  Weight: 37.0 lbs. (16.8 kg) 

PC4 / PC6 / PC8  >  EXTENDED REACH BRACKETS 

Configurations

1A 2 4

Specifications:

The PC4 / PC6 / PC8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting includes a decorative extruded-aluminum tube mechanically  
assembled to the arm and to the central pole adaptor using stainless steel 
hardware.

The central pole adaptor is complete with a cast-aluminum cap, slip-fits 9“ 
(229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) O.D. pole or tenon.
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PR4

EPA: 2.73 sq.ft.  Weight: 26.0 lbs. (11.8 kg) 

PR6

EPA: 3.44 sq.ft.  Weight: 31.0 lbs. (14.1 kg) 

PR8

EPA: 4.14 sq.ft.  Weight: 40.0 lbs. (18.1 kg) 

EXTENDED REACH BRACKETS  >  PR4 / PR6 / PR8 

Configuration

1A 2 4

Specifications:

The PR4 / PR6 / PR8 mounting arms feature a tapered spun aluminum arm of 
4” by 2 7/8” (102 by 73 mm) to 2 3/8” (60 mm) O.D. at the luminaire end, mechani-
cally assembled to the central housing.

The mounting arms include a decorative bent piece of aluminum, mechanically 
assembled to the pole and to the arm using stainless steel hardware.

The central pole adaptor is complete with a decorative cast-aluminum cap. With 
the IA configurationa cast-aluminumdecorative side cap is added. The central pole 
adaptor slip-fits 9“ (229 mm) over a 4” (102 mm), 5” (127 mm) or 5 9/16” (141 mm) 
O.D. pole or tenon.
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www.lumec.com

LUMEC HEAD OFFICE

640, Curé-Boivin Boulevard
Boisbriand, Québec 
Canada  J7G 2A7  

T : 450.430.7040
F : 450.430.1453

ONTARIO OFFICE

189 Bullock Drive
Markham, Ontario 
Canada  L3P 1W4

T : 416.223.7255
F : 866.971.2825

MEXICO OFFICE

Zempoala #217

Col. Antenor Salas (Narvarte) 
Mexico, D.F  03010

T : (5255) 5564.5242
F : 450.971.2816

For the details of our different agents and representatives, please consult the Contact us 
section of our Website. 

         / Some luminaires use fluorescent or high intensity discharge (HID) lamps that contain 
small amounts of mercury. Such lamps are labeled ‘‘Contains Mercury’’ and/or with the symbol 
‘‘Hg.’’ Lamps that contain mercury must be disposed of in accordance with local requirements. 
Information regarding lamp recycling and disposal can be found at www.lamprecycle.org

                The choice to not print paper brochures anymore but to make them available on-line 
is an example of the positive environmental actions that Philips Lumec has decided to 
undertake. This not only considerably reduces our paper consumption but also guarantees 
the exactitude of the information our clients receive.

>>

All rights reserved. We reserve the right to change details of design, materials and finishes. 

© 2010 Philips Group.
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Philips Lumec’s Renaissance Series mixes reinement together with 

ambition.  The design relects and evokes late 19th and early 20th 

century styling, perfectly suited for most urban and rural areas, 

while the state-of-the-art technology inside assures exceptional 

photometric performance, a long lifespan, and ease of maintenance.

Urban
Project: 

Location: 

Cat.No: 

Type: 

Lamps:  Qty: 

Notes: 

Renaissance

RNS small

Ordering guide: Luminaire
Example: RNS20-35W32LED4K-T-ACDR-LE5-120-DMG-SMA-RC-BKTX

Series LED module
Lamp  
type

T

Globe material Optical system Voltage Driver options

RNS20

RNS30

4000K

24W16LED4K
30W16LED4K
35W32LED4K
55W32LED4K 

3000K

24W16LED3K
30W16LED3K
35W32LED3K
55W32LED3K

T ACDR  Acrylic 

globe

GL  Glass globe 

LE2  Type II (ASYM)

LE3  Type III (ASYM) 

LE4  Type IV (ASYM)

LE5 1  Type V (SYMM)

120  120V

208  208V

240  240V

277  277V

AST  Pre-set, progressive start-up

CLO  Pre-set, manage lumen depreciation

DALI  Pre-set, compatible with the DALI 

control system

OTL  Pre-set to signal end of life of 

 the lamp

DMG  0-10V

CDMGP   Dimming level set by user

CDMGE25  8 hrs. 25% reduction

CDMGE50  8 hrs. 50% reduction

CDMGE75  8 hrs. 75% reduction

CDMGM25  6 hrs. 25% reduction

CDMGM50  6 hrs. 50% reduction

CDMGM75  6 hrs. 75% reduction

CDMGS25  4 hrs. 25% reduction

CDMGS50  4 hrs. 50% reduction

CDMGS75  4 hrs. 75% reduction

Ordering guide (continued)

Adaptors Luminaire options Poles & Brackets Finish 

MA1  1 1/4" NPT threaded 

hole adaptor

MA2  1 1/2" NPT threaded 

hole adaptor

SMA 6  Decorative retro 

side-mounted cast-

aluminum, accepts 

tubes from 1 5/8"  

to 2 3/8"

SMB   Decorative 

contemporary 

side-mounted cast-

aluminum, accepts 

tubes from 1 5/8"  

to 2 3/8"

YM   Yoke mount

DE1  Decorative delector

HS  House Side Shield

PH8 2,3,4  Photoelectric cell

PH9 2,3,4  Shorting cap

PHXL 2,3,4  Photoelectric cell, 

extended life

RC  2,3,4  Receptacle 3 pins

RCD 2,3,4  Receptacle 5 pins

RCD7 2,3,4  Receptacle 7 pins

SP2  Surge protector

Consult

Philips.com/

luminaires

for details and

the complete

line of Philips

poles and

brackets.

BE2TX  Textured midnight blue

BE6TX  Textured ocean blue

BE8TX  Textured royal blue

BG2TX  Textured Sandstone

BKTX  Textured black

BRTX  Textured bronze

GN4TX  Textured blue green

GN6TX  Textured forest green

GN8TX  Textured Dk forest green

GNTX  Textured green

GR  Gray sandtex

GY3TX  Textured medium grey

NP  Natural aluminum

RD2TX  Textured burgundy

RD4TX  Textured scarlet

TG Hammer-tone gold

TS Hammer-tone silver

WHTX Textured white

Footnotes

1.  Not available with HS option.

2.  SMA or SMB adaptors is required for this

option.

3.  Not available with YM adaptor.

4.  Luminaire option RC, RCD or RCD7 is 

required with this options.

5.  Use of photoelectric cell or shorting cap is

required to ensure 

proper illumination.

6.  Only 3 pin receptacle RC is available with 

SMA adaptor.
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RNS20 / 30 small Renaissance
Urban luminaire

RNS20/30-YM

17 7/8˝ (454 mm)
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Predicted Lumen Depreciation Data

Ambient Temperature °C Driver mA Calculated L70 Hours L70 per TM-21 Lumen Maintenance % at 60,000 hrs

35°C 800 mA >99,000 hours >60,000 hours >83%

Predicted performance derived from LED manufacturer’s data and engineering design estimates, based on IESNA LM-80 methodology. 

Actual experience may vary due to ield application conditions.L70 is the predicted time when LED performance depreciates to 70% of 

initial lumen output. Calculated per IESNA TM21-11. Published L70 hours limited to 6 times actual LED test hours.

Dimensions

EPA: 1.43 ft2 max. 

ACDR Weight: 37 lbs (16.8kg) max. 

GL Weight: 66 lbs (20.9kg) max. 

EPA and weight are calculated without adaptor

EPA: 2.53 ft2 max. 

ACDR Weight: 48 lbs (21.8kg) max. 

GL Weight: 57 lbs (25.9kg) max.

Features

1. Constructed from top-quality materials, the Contemporary  

Lantern Series maintains excellent performance in even the 

 most demanding environments.

2. Type LE2, LE3, LE4 and LE5 optic distributions are available to  

meet a range of lighting applications.

3. Acrylic globe has satin-inish to gently obscure  

the source without compromising photometry.

4. Tool free access to lamp and electrical components for  

ease of maintenance.

5. Unique styling merges traditional and contemporary design. 
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LED light engine technical information for RNS20-30

LED = Philips Lumileds Luxeon T, CRI = 70, CCT = 3000K (3045K +/- 175K or 2870K to 3220K)

System (LED + driver) rated life = 100,000 hrs 1 

LED 

Module

Typical 

delivered

lumens

Typical  

system  

wattage 

(W)2

Typical System  

Current (A) @
LED 

current 

(mA)

HID 3 

equivalent

Luminaire 

Eicacy

Rating 

(Lm/W)

BUG 

rating
120V 208V 240V 277V

24W16LED3K-T-LE2 2824 28 0.25 0.15 0.13 0.12 530 70-100 100 B1-U2-G1

24W16LED3K-T-LE3 2802 28 0.25 0.15 0.13 0.12 530 70-100 100 B1-U2-G1

24W16LED3K-T-LE4 2817 28 0.25 0.15 0.13 0.12 530 70-100 100 B1-U2-G1

24W16LED3K-T-LE5 2763 28 0.25 0.15 0.13 0.12 530 70-100 98 B2-U2-G2

30W16LED3K-T-LE2 3552 37 0.32 0.19 0.17 0.15 700 70-100 97 B1-U2-G1

30W16LED3K-T-LE3 3525 37 0.32 0.19 0.17 0.15 700 70-100 96 B1-U2-G1

30W16LED3K-T-LE4 3543 37 0.32 0.19 0.17 0.15 700 70-100 96 B1-U2-G1

30W16LED3K-T-LE5 3484 37 0.32 0.19 0.17 0.15 700 70-100 95 B3-U2-G3

35W32LED3K-T-LE2 3907 36 0.31 0.19 0.17 0.16 350 70-100 109 B1-U2-G1

35W32LED3K-T-LE3 3877 36 0.31 0.19 0.17 0.16 350 70-100 108 B1-U2-G1

35W32LED3K-T-LE4 3897 36 0.31 0.19 0.17 0.16 350 70-100 108 B1-U2-G1

35W32LED3K-T-LE5 3939 36 0.31 0.19 0.17 0.16 350 70-100 109 B3-U3-G3

55W32LED3K-T-LE2 5522 53 0.47 0.27 0.24 0.22 530 100-150 103 B1-U3-G1

55W32LED3K-T-LE3 5480 53 0.47 0.27 0.24 0.22 530 100-150 103 B1-U3-G2

55W32LED3K-T-LE4 5508 53 0.47 0.27 0.24 0.22 530 100-150 103 B1-U3-G2

55W32LED3K-T-LE5 5567 53 0.47 0.27 0.24 0.22 530 100-150 104 B3-U3-G3

1.  L70 = 70,000 hrs (at ambient temperature = 25°C)

2.  System wattage includes the lamp and the LED driver

3.  These guidelines show typical replacements for the HID wattage ranges shown.  

Replacements should always be conirmed with a photometric layout.

Note : Due to rapid and continuous advances in LED technology, LED luminaire data is subject to change without notice and at the discretion of Philips.

LED light engine technical information for RNS20-30

LED = Philips Lumileds Luxeon T, CRI = 70, CCT = 4000K (3985K +/- 275K or 3710K to 4260K)

System (LED + driver) rated life = 100,000 hrs 1 

LED 

Module

Typical 

delivered

lumens

Typical  

system  

wattage 

(W)2

Typical System  

Current (A) @ LED 

current 

(mA)

HID 3 

equivalent

Luminaire 

Eicacy

Rating 

(Lm/W)

BUG 

rating
120V 208V 240V 277V

24W16LED4K-T-LE2 3040 28 0.25 0.15 0.13 0.12 530 70-100 107 B1-U2-G1

24W16LED4K-T-LE3 3017 28 0.25 0.15 0.13 0.12 530 70-100 106 B1-U2-G1

24W16LED4K-T-LE4 3032 28 0.25 0.15 0.13 0.12 530 70-100 107 B1-U2-G1

24W16LED4K-T-LE5 3050 28 0.25 0.15 0.13 0.12 530 70-100 107 B2-U2-G2

30W16LED4K-T-LE2 3825 37 0.32 0.19 0.17 0.15 700 70-100 103 B1-U2-G1

30W16LED4K-T-LE3 3796 37 0.32 0.19 0.17 0.15 700 70-100 103 B1-U2-G1

30W16LED4K-T-LE4 3815 37 0.32 0.19 0.17 0.15 700 70-100 103 B1-U2-G1

30W16LED4K-T-LE5 3837 37 0.32 0.19 0.17 0.15 700 70-100 104 B3-U3-G3

35W32LED4K-T-LE2 4236 36 0.31 0.19 0.17 0.16 350 70-100 118 B1-U3-G1

35W32LED4K-T-LE3 4175 36 0.31 0.19 0.17 0.16 350 70-100 116 B1-U2-G1

35W32LED4K-T-LE4 4225 36 0.31 0.19 0.17 0.16 350 70-100 117 B1-U2-G1

35W32LED4K-T-LE5 4249 36 0.31 0.19 0.17 0.16 350 70-100 118 B3-U3-G3

55W32LED4K-T-LE2 5945 53 0.47 0.27 0.24 0.22 530 100-150 111 B1-U3-G1

55W32LED4K-T-LE3 5900 53 0.47 0.27 0.24 0.22 530 100-150 110 B1-U3-G2

55W32LED4K-T-LE4 5930 53 0.47 0.27 0.24 0.22 530 100-150 111 B1-U3-G2

55W32LED4K-T-LE5 5994 53 0.47 0.27 0.24 0.22 530 100-150 113 B3-U3-G3
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LED light engine technical information for RNS20-30 Yoke Mount (YM)
LED = Philips Lumileds Luxeon T, CRI = 70, CCT = 3000K nominal (3045K +/- 175K or 2870K to 3220K)

System (LED + driver) rated life = 100,000 hrs 1 

LED 

Module

Typical 

delivered

lumens

Typical  

system  

wattage 

(W)2

Typical System  

Current (A) @
LED 

current 

(mA)

HID 3 

equivalent

Luminaire 

Eicacy

Rating 

(Lm/W)

BUG 

rating
120V 208V 240V 277V

24W16LED3K-T-LE2-YM 2143 28 0.25 0.15 0.13 0.12 530 70-100 76 B1-U2-G1

24W16LED3K-T-LE3-YM 2258 28 0.25 0.15 0.13 0.12 530 70-100 80 B1-U2-G1

24W16LED3K-T-LE4-YM 2359 28 0.25 0.15 0.13 0.12 530 70-100 84 B1-U2-G1

24W16LED3K-T-LE5-YM 2253 28 0.25 0.15 0.13 0.12 530 70-100 80 B2-U2-G2

30W16LED3K-T-LE2-YM 2696 37 0.32 0.19 0.17 0.15 700 70-100 73 B1-U2-G1

30W16LED3K-T-LE3-YM 2841 37 0.32 0.19 0.17 0.15 700 70-100 77 B1-U2-G1

30W16LED3K-T-LE4-YM 2968 37 0.32 0.19 0.17 0.15 700 70-100 81 B1-U2-G1

30W16LED3K-T-LE5-YM 2835 37 0.32 0.19 0.17 0.15 700 70-100 77 B2-U2-G2

35W32LED3K-T-LE2-YM 2986 36 0.31 0.19 0.17 0.16 350 70-100 83 B1-U3-G1

35W32LED3K-T-LE3-YM 3147 36 0.31 0.19 0.17 0.16 350 70-100 87 B1-U2-G1

35W32LED3K-T-LE4-YM 3287 36 0.31 0.19 0.17 0.16 350 70-100 91 B1-U2-G1

35W32LED3K-T-LE5-YM 3140 36 0.31 0.19 0.17 0.16 350 70-100 87 B3-U3-G3

55W32LED3K-T-LE2-YM 4272 53 0.47 0.27 0.24 0.22 530 100-150 80 B1-U3-G1

55W32LED3K-T-LE3-YM 4502 53 0.47 0.27 0.24 0.22 530 100-150 84 B1-U3-G2

55W32LED3K-T-LE4-YM 4702 53 0.47 0.27 0.24 0.22 530 100-150 88 B1-U3-G2

55W32LED3K-T-LE5-YM 4492 53 0.47 0.27 0.24 0.22 530 100-150 84 B3-U3-G3

LED light engine technical information for RNS20-30 Yoke Mount (YM)
LED = Philips Lumileds Luxeon T, CRI = 70, CCT = 4000K (3985K +/- 275K or 3710K to 4260K)

System (LED + driver) rated life = 100,000 hrs 1 

LED 

Module

Typical 

delivered

lumens

Typical  

system  

wattage 

(W)2

Typical System  

Current (A) @
LED 

current 

(mA)

HID 3 

equivalent

Luminaire 

Eicacy

Rating 

(Lm/W)

BUG 

rating
120V 208V 240V 277V

24W16LED4K-T-LE2-YM 2307 28 0.25 0.15 0.13 0.12 530 70-100 82 B1-U2-G1

24W16LED4K-T-LE3-YM 2431 28 0.25 0.15 0.13 0.12 530 70-100 87 B1-U2-G1

24W16LED4K-T-LE4-YM 2540 28 0.25 0.15 0.13 0.12 530 70-100 90 B1-U2-G1

24W16LED4K-T-LE5-YM 2645 28 0.25 0.15 0.13 0.12 530 70-100 94 B2-U2-G2

30W16LED4K-T-LE2-YM 2903 37 0.32 0.19 0.17 0.15 700 70-100 79 B1-U2-G1

30W16LED4K-T-LE3-YM 3059 37 0.32 0.19 0.17 0.15 700 70-100 83 B1-U2-G1

30W16LED4K-T-LE4-YM 3195 37 0.32 0.19 0.17 0.15 700 70-100 87 B1-U2-G1

30W16LED4K-T-LE5-YM 3328 37 0.32 0.19 0.17 0.15 700 70-100 90 B2-U2-G2

35W32LED4K-T-LE2-YM 3215 36 0.31 0.19 0.17 0.16 350 70-100 89 B1-U3-G1

35W32LED4K-T-LE3-YM 3388 36 0.31 0.19 0.17 0.16 350 70-100 94 B1-U2-G1

35W32LED4K-T-LE4-YM 3539 36 0.31 0.19 0.17 0.16 350 70-100 98 B1-U2-G1

35W32LED4K-T-LE5-YM 3686 36 0.31 0.19 0.17 0.16 350 70-100 102 B3-U3-G3

55W32LED4K-T-LE2-YM 4600 53 0.47 0.27 0.24 0.22 530 100-150 86 B1-U3-G1

55W32LED4K-T-LE3-YM 4847 53 0.47 0.27 0.24 0.22 530 100-150 91 B1-U3-G2

55W32LED4K-T-LE4-YM 5063 53 0.47 0.27 0.24 0.22 530 100-150 95 B1-U3-G2

55W32LED4K-T-LE5-YM 5273 53 0.47 0.27 0.24 0.22 530 100-150 99 B3-U3-G3

1.  L70 = 70,000 hrs (at ambient temperature = 25°C)

2.  System wattage includes the lamp and the LED driver

3.  These guidelines show typical replacements for the HID wattage ranges shown.  

Replacements should always be conirmed with a photometric layout.

Note : Due to rapid and continuous advances in LED technology, LED luminaire data is subject to change without notice and at the discretion of Philips.



RNS20-30-Small-Renaissance-LED 10/16 page 5 of 7

RNS20 / 30 small Renaissance
Urban luminaire

Speciications:

Hood

Cast 356 aluminum dome, mechanically 

assembled on the luminaire, c/w a watertight 

grommet, mechanically assembled to the 

bracket with four bolts 3/8 16 UNC. This 

suspension system permits for a full rotation of 

the luminaire in 90 degree increments.

YM version: Cast 356 aluminum dome, 

mechanically assembled on the housing.

Housing

In a round shape, this housing is made of 

injection die cast A380 aluminum, complete 

with a weatherproof door giving a tool 

free access to the ballast, mechanically 

assembled. This suspension system permits 

for a full rotation of the luminaire in 90 degree 

increments.

YM version: In a round shape, this housing is 

made of die cast A380 aluminum, welded to 

the yoke. 

Access-mechanism

A gravity die cast 356 aluminum frame with 

latch and hinge. The mechanism shall ofer 

tool free access to the inside of the luminaire. 

An embedded memory retentive gasket shall 

ensure weatherprooing. 

Globe

LEx: Made of one-piece seamless 

injection-molded (ACDR) DR acrylic or 

(GL) clear borosilicate glass globe having 

an inner prismatic surface. Complete with 

a semi-prismatic house side shield and 

external glare softening prisms. The globe is 

mechanically assembled and sealed onto the 

lower part of the heat sink. 

Light engine

LEDgine composed of 4 main components: 

Heat sink / LED module /  

Optical system / Driver

Electrical components are RoHS compliant.  

Heat sink

Made of cast aluminum optimising the LEDs 

eiciency and life. Product does not use any 

cooling device with moving parts (only passive 

cooling device)

LED engine

LED type Philips Lumileds LUXEON T. 

Composed of high-performance white LEDs. 

Color temperature as per ANSI/NEMA bin 

Neutral White, 3000 Kelvin nominal (3045K 

+/- 175K) or 4000 Kelvin nominal (3985K +/- 

275K), CRI 70 Min. 75 Typical.

Optical system

LE2 (type II asymmetrical), LE3 (type III 

asymmetrical), LE4 (type IV asymmetrical) or 

LE5 (type V symmetrical) light distributions.  

Composed of high performance optical grade 

PMMA acrylic refractor lenses to achieve 

desired distribution optimized to get maximum 

spacing, target lumens and a superior lighting 

uniformity. Optical system is rated IP66. 

Performance shall be tested per LM 63, LM 79 

and TM 15 (IESNA) certifying its photometric 

performance. Street side indicated.

Prismatic 

globe:

IP66 rated optical system, 

composed of individual pre-

oriented lens to achieve desired 

distribution, assembled with 

globe having an inner prismatic 

surface permanently sealed onto 

the lower part of the heat sink.

LE2 - Type II (asymmetrical) 

LE3 - Type III (asymmetrical) 

LE4 - Type IV (asymmetrical) 

LE5 - Type V (symmetrical)

Driver

High power factor of 90% minimum. 

Electronic driver, operating range 50/60 Hz. 

Auto-adjusting universal voltage input from 

120 to 277 VAC rated for both application line to 

line or line to neutral, Class I, THD of 20% max. 

Maximum ambient operating temperature from 

-40F(-40C) to 130F(55C) degrees. Driver comes 

with dimming compatible 0-10 volts.

The current supplying the LEDs will be reduced 

by the driver if the driver experiences internal 

overheating as a protection to the LEDs and 

the electrical components. Output is protected 

from short circuits, voltage overload and current 

overload. Automatic recovery after correction. 

Standard built-in driver surge protection of 

2.5kV (min).

Driver options

AST: Pre-set driver for progressive start-up 

of the LED module(s) to optimize energy 

management and enhance visual comfort  

at start-up. 

CLO: Pre-set driver to manage the lumen 

depreciation by adjusting the power given to 

the LEDs ofering the same lighting intensity 

during the entire lifespan of the LED module. 

DMG: Dimmable driver 0-10V. 

OTL: Pre-set driver to signal end of life of the 

LED module(s) for better ixture management. 

CDMG: Dynadimmer standard dimming 

functionalities including pre-programmed 

scenarios to suit many applications and needs 

from safety to maximum energy savings.

Ordering 

Code Scenario

Dimming 

Time

Dimming  

Level

CDMGS25 Safety 4 hours 25% power 

dimming

CDMGS50 Safety 4 hours 50% power 

dimming

CDMGS75 Safety 4 hours 75% power 

dimming

CDMGM25 Median 6 hours 25% power 

dimming

CDMGM50 Median 6 hours 50% power 

dimming

CDMGM75 Median 6 hours 75% power 

dimming

CDMGE25 Economy 8 hours 25% power 

dimming

CDMGE50 Economy 8 hours 50% power 

dimming

CDMGE75 Economy 8 hours 75% power 

dimming

Surge Protector

Surge protector tested in accordance with 

ANSI/IEEE C62.45 per ANSI/IEEE C62.41.2 

Scenario I Category C High Exposure 

10kV/10kA waveforms for Line Ground, 

Line Neutral and Neutral Ground, and in 

accordance with U.S. DOE (Department of 

Energy) MSSLC (Municipal Solid State Street 

Lighting Consortium) model speciication for 

LED roadway luminaires electrical immunity 

requirements for High Test Level 10kV / 10kA.
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Speciications (continued)

Luminaire adaptor

MA1: The luminaire is suspended by means 

of a mounting adaptor with a 1¼" 

(32mm) NPT threaded hole accepting 

a threaded tube from the mounting. 

Retroit adaptor for existing mounting

MA1
MA2: 1½" (38mm) NPT threaded hole 

accepting threaded tube from the 

mounting.  Retroit adaptor for existing 

mounting.

MA2
SMA: The luminaire is suspended by means 

of a decorative side-mounted cast 

aluminum adaptor. This adaptor 

accepts tubes from 1⅝" to 2⅜" (41 to 

60 mm) and is adjustable to more or 

less 5°. The adaptor features a cast 

aluminum decorative cover and inial.

SMB: The luminaire is suspended by means 

of a decorative side-mounted cast 

aluminum adaptor. This adaptor 

accepts tubes from 1⅝" to 2⅜" (41 to 

60 mm) and is adjustable to more or 

less 5°.

YM: Yoke made of cast 356 aluminum, c/w 

a itter to it over a 4in. (102mm) outside 

diameter x 4in.(102mm) long tenon, 

mechanically assembled with 4 set 

screws 3/8 16 UNC.

Luminaire options

DE1: Decorative delector

HS: House side shield

RC:  Receptacle 3 pins

RC 
RCD:  Receptacle 5 pins

RDC
RCD7: Receptacle 7 pins

RDC
SP2:  Integral surge protector

Luminaire accessories

PH8:  Photoelectric Cell, Twist-lock 

Type complete with 

receptacle. Allows a 90 

degree rotation.

PHXL:  Extended life photoelectric 

cell, Twist-lock Type complete 

with receptacle. Allows a 90 

degree rotation.

PH9:   Shorting cap, Twist-lock Type 

complete with receptacle.



RNS20-30-Small-Renaissance-LED 10/16 page 7 of 7

RNS20 / 30 small Renaissance
Urban luminaire

© 2016 Philips Lighting Holding B.V. All rights reserved. 

Philips reserves the right to make changes in speciications  

and/or to discontinue any product at any time without notice  

or obligation and will not be liable for any consequences  
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Speciications (continued)

Finish

The Thermosetting powder coating provided 

meets the color requirements of the AAMA 

2604 speciication as measured per  ASTM 

D2244.  The Thermosetting product is applied 

at a dry ilm of 2.5 to 4.0 mils (64-102 microns) 

on textured inishes, resulting in a durable long 

lasting inish.

Finish Options Include:  

BE2TX: Textured Midnight Blue

BE6TX: Textured Ocean Blue

BE8TX: Textured Royal Blue

BG2TX: Textured Sandstone

BKTX: Textured Black

BRTX: Textured Bronze

GN4TX: Textured Blue Green

GN6TX: Textured Forest Green

GN8TX: Textured Dark Forest Green

GNTX: Textured Green

GR: Gray Sandtex

GY3TX: Textured Medium Grey

NP: Natural Aluminum

RD2TX: Textured Burgundy

RD4TX: Textured Scarlet

TG: Hammer-tone Gold

TS: Hammer-tone Silver

WHTX: Textured White  

Wiring

Gauge (#14) TEW/AWM 1015 or 1230 wires, 6" 

(152mm) minimum exceeding  from luminaire.

Hardware

All exposed screws shall be complete with 

Ceramic primer-seal base coat to reduce 

seizing of the parts and ofers a high resistance 

to corrosion.  All seals and sealing devices are 

made and/or lined with EPDM and/or silicone 

and/or rubber. 

LED products 

(manufacturing standard)

The electronic components sensitive to 

electrostatic discharge (ESD) such as light 

emitting diodes (LEDs) are assembled in 

compliance with IEC61340 5 1 and ANSI/ESD 

S20.20 standards so as to eliminate ESD  

events that could decrease the useful life of  

the product.

Quality control

Manufactured to ISO 9001 2008 standards 

and ISO 14001-2004 International Quality 

Standards Certiication. 

Vibration resistance

Meets the ANSI C136.31, American National 

Standard for Roadway Luminaire Vibration 

speciications for Bridge/overpass applications. 

(Tested for 1.5G over 100 000 cycles)

Certiications and Compliance

UL8750 and UL1598 compliant. ETL and cETL 

Listed to U.S. and Canadian safety standards 

for wet locations.  In accordance with 

applicable ANSI C136 standards. Renaissance 

LED luminaires are DesignLights Consortium 

qualiied.
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